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PREFACE

The Lunar Orbit Rendezvous mode for accomplishing the Apollo
manned lunar landing has been studied by the Chance Vought Astronautics
Division under contract to Office of Systems, Manned Flight, NASA Head-~
quarters, The objective of this study was to make a systematic and thorough
analysis of the Lunar Orbit Rendezvous Mission (LOR) with the end products
to be (1) a recommended LLOR mission, (2) a recommended vehicle design,
and (3) a development plan for accomplishing the overall mission, The study
was performed under the title, "Apollo Rendezvous Simulator Study, Con-
tract NASw-413" and is classified CONFIDENTIAL,

The study results are presented in two parts:

Part 1 - SUMMARY REPORT - An overall summary of the
significant results of the study.

Part 2 - A complete TECHNICAL DATA REPORT in eight
volumes.

Volume 1 MISSION SUMMARY AND TRAJ ECTORY ANALYSIS
Volume 11 VEHICLE ANALYSIS - DESIGN

Volume I1I | VEHICLE ANALYSIS - PROPULSION

Volume 1V VEHICLE ANALYSIS - CONTROLS AND

ELECTRONICS
Volume V VEHI CLE ANALYSIS - CREW INTEGRATION
: AND SAFETY
Volume VI VEHICLE ANALYSIS - ENVIRONMENTAL CONTROL
SYSTEM

Volume VII VEHICLE ANALYSIS - WEIGHT ANALYSIS
Volume VIII DEVELOPMENT PROGRAM

The study was conducted within the overall program philosophy
and constraints included in the NASA contract statement of work for this
si:udyl.1 The principal constraints established in this statement of work are
as follows:; :

-  No changes in the Apollo spacecraft design are
expected from the result of this study.

- No changes in the Saturn C-5 launch vehicle con-
figlération are expected from the result of this
study.




In addition to the contract statement of work, NASA Headquarters
defined a series of guidelines lor the conduct of the study which were sum-
marized in "Minutes of Lunar Orbit Rendezvous Meeting, April 2 - 3, 1962",
The principal guidelines established by this document are as follows:

- The Lunar Excursion Module (LEM) will have a point
landing ( +1/2 mile) capability.

- The LEM will have redundant guidance and control
for each phase of the lunar maneuvers.

-.  Both automatic and manual guidance and control
systems are to be counsidered in this redundant
capability.

- Radio aids, including use of a beacon and/or trans-
mitter on the lunar surface to provide a completely
automatic landing are to be studied.

- The suggested hover capability for the LEM is one
minute at 100 ft. altitude plus 45 seconds of trans-
lation time over the lunar surface. This require-
ment will be studied further.

- The LEM shall include two crew members,

-  The LEM should have a pressurized cabin which has
a capability for a one week operation.

-~ Access to the LEM from Apollo during the earth-
moon phase shall be possible.

-  The possibility of keeping the LEM attached to the
spacecraft on the return moon-earth phase shall be
considered,

In general, the philosophy and guidelines established for the study
required an examination of all of the important possibilities and techniques
for accomplishing the mission. The resulting recommended mission and
vehicle design are therefore more comprehensive than a minimum mission
and vehicle. In addition to this recommended vehicle, data are presented
showing the effect on vehicle weight of mission and design parameters such
as lunar stay time, number of crew members, etc.

This volume presents the results of the main propulsion and re-
action control system parametric studies. A description of the selected con-
Eilglérztion and a recommended development plan for each system are in-
cluded.
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6.0 MAIN PROPULSION SYSTEM
6.1 INTRODU CTION

The objective of this study was to define the best pussible
propulsion system for the Lunar Excursion Module assuming an opera-
tional time period of 1965 to 1966.

Upon initiation of the study, major emphasis was placed on the
collection of propulsion system data. In this survey, the following subjects
were carefully covered:

(a) Propellants

(b) Engine performance

{¢c) Rocket engine components

(d) Propellant Storage and pressurization systems

These data were collected from many sources, however, the largest percent-
age was provided by the various rocket engine manufacturers. Significant
contributions were made by Aerojet-General, Bell Aerosystems, Pratt and
Whitney, Rocketdyne and Thiokol.

All the available data were compared and evaluated. These
results permitted the selection of basic information, both specific and para-
metric,for use in the propulsion system studies. With these data, systems
using both earth storable and cryogenic propellants were synthesized and
evaluated.

The first section of this report describes the propulsion system
parametric studies performed and presents the results obtained. Here,
consideration was given to propellant combinations, vehicle staging, number
of engines, thrust to weight ratio, etc., and their effect on total LEM weight.

In the following section, the recommended propulsion system
configuration is selected utilizing data from the previous section. In the
subsequent section, a detailed definition of the selected system, along with a
description of its operation,is provided.

The last section provides a propulsion development plan believed
to be realistic and consistent with the LEM time schedule.

To avoid undue complications in discussing the basic studies and
the system selection, certain specific and parametric data, along with
sample calculations,have been included in appendix form. These are entitled:

(a} Propellant Selections

(b) Parametric Engine Systemé Data

{c} Propellant Storage and Pressurization Systems

{dj Rocket Engine Components

- (e)--Sample-Calculations for Propulsion System-Evalualion

6-1



6.2 SUMMARY

Parametric studies conducted during this study program showed
that the propulsion system required to accomplish the Lunar Orbit Rendezvous
Mission can be developed in sufficient time for a 1965-1966 mission. In addi-
tion, the study showed that the Apollo total weight with either an earth storable
or a cryogenic LEM propulsion system is compatible with the Saturn C-5 pay-
load capability.

In selecting the recommended LEM propulsion system,the follow-
ing criteria were considered: (a) mission success, (b) crew safety, (c)_ de-
velopment time, and (d) general compatibility of the vehicle with the entire
Apollo system. The propulsion system selected is summarized below:

Propellants ~ Earth storables
Nitrogen tetroxide and Aerozine-50

Propellant Feed System - Pressure feed system using cold
helium gas, stored at 3000 psi

Vehicle Staging - 1-1/2 - stage {empty tanks and
pressurant system staged)

Engine - Three engines, ablative thrust
chambers, fixed area injectors,
gimbaled engines

Earth storable propellants were selected because this selection offered the
minimum possible system development time. The helium cold gas pres-
surization system was selected on the basis of its simplicity and reliability.
A weight advantage as well as a more desirable vehicle arrangement resulted
from the choice of the 1-1/2 stage concept over the conventional 2-stage tan-
dem concept.

The selected engine system utilizes gimbaling with three engines
to achieve both throttle control (with a fixed injector) and engine redundancy.
The following interesting observations were made with respect to the engine
system: A gimbaling system provides the most practical method for achiev-
ing engine redundancy. Once the gimbaling system is introduced, it affords
a technique which can be used to achieve throttle control in multiple engine
installations with no basic increase in weight or complexity. Using a three
engine arrangement, effective redundancy and throttling can be achieved with
the relatively simple fixed area injector engines (with upstream throttling),
Whether engine redundancy is required may be open to question. However,
considering the development status of ablative chambers along with the sus-
ceptibility of regeneratively cooled chambers to damage, the safest approach
appears to be redundancy. : ‘

Ablative chambers were selected for the recommended system
because of their. inherent ruggedness, and because the development time in-
volved is less than for regeneratively cooled chambers. In addition, the cool-
Ing capacity available with storable propellants limits the throttle ratio to
approximately 3 to 1. It is possible that regenerative cooling could be used

6-2



-with a 3-engine storable propellant system, but it is not possible to use
' regenerative cooling with a single engine system. In either case, a clear
. preference is indicated for the ablative system.

The program and development time data obtained from the engine

‘manufacturers indicate that a Pre-flight Rating Test engine can be available i

in 17 months from contract go-ahead and that a fully man-rated engme can
~ be achieved in 33 months from go-ahead. Delivery of operational engines
o could begin as early as 20 months from program go-ahead.-



| 6.3 PROPULSION SYSTEM PARAMETRIC STUDIES

The parametric studies conducted to define the most practical
propulsion system for the LEM were divided into two phases: (a) Preliminary
Parametric Evaluafion and (b) Final Parametric Evaluation. Phase (.a). was
conducted early in the study program and prior to the time when specific ve-
hicle data became available. This phase provided a first approximation to
the type of propulsion system required. Phase (b) was conducted after speci-
fic vehicle data were available and consisted of a thorough analysis with the
objective of defining the most practical propulsion system for the LEM.
These phases are discussed separately in the following paragraphs.

6.3.1 Preliminary Parametric Evaluation

The purpose of this portion of the study was to obtain a first
approximation of the type of propulsion system required for the LEM mission,
This approximation was required to provide guidance for more detailed system
investigations by all study areas.

In this evaluation various propulsion systems were synthesized
using state of the art data consistent with the predicted LEM operational
time period. The data utilized consisted of: (a) propellant characteristics,
(b) parametric engine data, (c) preliminary propellant storage and pressuri-
zation data, and (d? rocket engine component characteristics, The final form
of these data, along with appropriate discussions, is presented in Appendices
6A through 6D. - :

Based on the information provided in the Appendices mentioned
above, several systems were selected for preliminary evaluation, Tables
6-1 and 6-I1 show the reasoning employed in selecting the systems to be
evaluated, Inthese tables, the shaded items are considered to represent areas
of minimum technical risk for the operational time period of the LEM.

From these tables, study emphasis was indicated for systems
utilizing the following: ’

(1) Storable propellants

- Ablative thrust chambers
- Pressure feed system
- Cylindrical propellant tanks

(2) Cryogenic propellants

- Ablative thrust chambers
- Pressure feed system
- Cylindrical propellant tanks

(3) Cryogenic propellants

- Regenerative thrust chamber
- Pump feed system ‘
- Cylindrical propellant tanks

{
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TABLE 6-1 PRELIMINARY PROPULSION PARAMETRIC STUDY CONSIDERATIONS (STORABLE PROPELLANTS)

PROPELLANTS

FEED SYSTEM

CHAMBER TYPE

PRESSURANT

TANK SHAPE

REGENERATIVE
COOLING

PUMP

SELECTED FOR STUDY AS
REPRESENTATIVE OF A
HIGH PERFORMANCE EARTH

. NO KNOWN PUMP UNDER
DEVELDPMENT IN SIZE
REQUIRED TO BE AVAIL-
ABLE IN 24 MONTHS

. NO KNOWN SYSTEM UNDER

DEVELOPMENT IN SIZE
REQUIRED

. THROTTLING PROBLEMS

STORABLE COMBINATION

NOTES: NOTES STATE WHY
ITEMS WERE NOT
SELECTED.

—{  SPHERICAL

. ARBITRARILY SELECTED
CYLINDRICAL

. L/b=2
. HEMISPHE RICAL ENDS

RADIATION
COOLED

. NDT CONSIDERED BE-

CAUSE OF HIGH HEAT
SOURCE

OTHERS

—=1 TEAR DROP

. REQUIRES FURTHER

sTUDY

. N2

. ARBITRARILY SELECTED
CYLIMDRICAL

= TORUS

. C.G. PROBLEM

. PROPELLANT FEED

. REQUIRES FURTHER
STUDY
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TABLE 6-11

PRELIMINARY PROPULSION PARAMETRIC STUDY CONSIDERATIONS (CRYOGENIC PROPELLANTS)

PROPELLANTS

FEED SYSTEM

CHAMBER TYPE

PRESSURANT

TANK SHAPE

2 L1QUID HYDROGEN |

SELECTED FOR THE
STUDY AS CRYOGENICS
STATE OF THE ART

NOTE:

. NOTES STATE WHY ITEMS
" WERE NOT SELECTED

PRESSURE

L ABLATIVE

NO KNOWN SYSTEM
FOR HIGH PRESSURE
UNDER DEVELOPMENT

REQUIRES STUDY

REGENERATIVE
COOLING

— OTHERS

HELIUM

SPHERICAL

ARBITRARILY
SELECTED
CYLINDRICAL

e

REQUIRES FURTHER
STUDY

THROTTLING DIFFICULTIES

REQUIRES STUDY

— TORUS

TEAR DROP .

ARBITRARILY
SELECTED
CYLINDRICAL

CG. PROBLEM

PROPELLANT FEED
REQUIRES FURTHER
STUDY




Using the propulsion systems defined by these combinations, several vehicle
arrangements were evolved for evaluation. These arrangements were select-
ed to provide information on the effect of: (a) propellants, (b) staging, and

{c) multiple thrust chambers. The storage propellants selected for evalua-
tion were nitrogen tetroxide and Aerozine-~50. Liquid oxygen and liquid hydro-
gen were selected as the cryogenic propellant for the evaluation. The staging
concepts considered involved that of staging empty tanks in one case and that
of staging both engines and tanks in the other. In the latter case, the con-
ventional stage arrangement was considered, i.e., the ascent stage was in-
dependent of the descent stage and physically located above the descent stage.
Some definite advantages accrue from staging the vehicle before lunar land-
ing, however, because of the safety problems foreseen in following this pro-
cedure, only staging on the lunar surface was considered in this study. Mul-
tiple chamber confligurations were considered in this evaluation to indicate

the penalty for redundant engines. A four thrust chamber design was selected
because it easily adapts itsell to symmetrical thrust control in case of an
engine failure.

A definition of each of the systems investigated is pravided in
Table 6-I1I. The method used in evaluating these systems is illustrated by
sample calculations in Appendix 6E-1,

The results of the evaluation are presented in Figures 6-1
through 6-4, The most significant fact indicated here is that either storable
or cryogenic propellant systems are adequate for use with the LEM when the
allowable initial weight (unar orbit weight) is 30, 000 lbs. and the capsule
weight does not exceed 6,000 lbs, However, these criteria are met only by
the single stage (lank staging only), single chamber arrangement. The single
stage, single chamber evaluation results are shown in Figure 6-1. The re-
sults also indicate that staging of propulsion systems, if accomplished in the
conventional manner, will result in a total system weight penalty. The above
res(;llts, although of a preliminary nature, were used as guidelines for further
study.

6.3.2 Final Parametric Evaluation

The purpose of this phase of the study was to provide a more
accurate evaluation of the various types of propulsion systems than was possi-~
ble in the preliminary studies. This step was possible only after improved
data became available from each of the various study areas. These improved
data included primarily better weight estimates, additional configuration data
and improved estimates of mission energy requirements (ideal velocity change,

AV). The major weight changes resulted from: (a) establishing the weight
of the crew station, and (b) a better definition of the propellant reserve re-
quirements. Perhaps the most significant of the weight changes is that re-
presented by propellant reserve requirements. In preliminary studies this
value was established at 2 per cent of the total propellant weight. In this
phase of the study, the propellant reserve was established at 109% for descent
and 5% for ascent, These increased reserve allowances are explained in
Paragraph 17.5.4, Volume II.

_ The preliminary propulsion system evaluation study indicated
a weight advantage for the configuration utilizing lunar staging of tanks and

associated co ts. i ; s > ;
Siin Stadies mponents. This conclusion was verified by parallel detail de
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The most important new input provided to the study at this point
was parametric data on mission energy requirements. These requirements
are established by the descent and ascent trajectories followed plus the energy
required for the following maneuvers:

- Retro for lunar descent

- Hover

- Translation and letdown

- Plane change for rendezvous with the command module

Assuming a given guidance system, the energy requirements become a func-
tion of lunar orbit altitude, vehicle thrust to weight ratio and the maneuvers
performed. The inter -relationship of the orbit altitude and thrust to weight
ratio is shown in Figures 6-5 and 6-6 for the descent and ascent trajectories,
respectively.

The maneuver energy requirements established are tabulated

below.
Maneuver Ideal Velocity Change, AV
Retro for lunar descent 255 ft/sec.
Hover 320
Translation and . letdown 270
Plane change 25

The data presented in Figures 6-5 and 6~6 indicate that for each
lunar orbit altitude of operation, the minimum energy required is associated
with a unique thrust to weight ratio. In the case of descent, this value varies
from 0,8 for an orbit of 100, 000 ft. to a value of 1.0 for a 50, 000 ft. orbit.
For the ascent phase of the mission, the optimum thrust to weight ratio,
based on minimum energy requirements, is almost independent of altitude
and has a value of approximately 0.7. If energy requirements were the only
consideration, the thrust to weight ratio for optimum vehicle weight could
be established irom these data, This results from the fact that the energy
requirement (ideal velocity change, AV) is almost a direct function of pro-
pellant weight which represents a large percentage of the vehicle weight.
However, the dala presented in Figures 6-5 and 6-6 are based entirely on
trajectory considerations and do not include the effect of propulsion system
weight. Therefore, before actual optimization can be achieved, these weights
must be introduced.,

Items which make up the propulsion system weight may be divided
into two categories: (a) weight which is dependent upon propellant weight, and
(b) weight which is dependent upon engine thrust level. The propellant de-
pendent weight items consist of: propellant tanks, tank insulation, pressurant,
pressurant system, etc. ¥or the purpose of this study, these component
weights have been defined and are presented in Appendix 6C. Thrust depen-
dent weight items consist of: thrust chambers, control valves, regulators,
gimbal systems, etc., and are defined and presented in Appendix 6B.

) By using these data in conjunction with the energy requirement
(ideal velocity change, AV) data, it is possible to establish the optimum
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thrust to weight ratio along with the minimum weight of any given vehicle
configuration., Five vehicle configurations were selected for evaluation in
this phase of the study. Perhaps, the most important factor considered in
making these configuration selections 1is the requirement for engine throttl-
ing. This requirement becomes evident upon examination of the energy re-
quirements (ideal velocity change, AV) data for descent. Figure 6-6 in-
dicates that a thrust to weight ratio, at initiation of descent, in the order of
0.7 or more may be required for optimum design. Figure 6-7 which is based
on a typical descent mission,shows that for an initial thrust to weight ratio
of 0.7, a throttle ratio of the order of 10 to 1 is required. Therefore, each
of the systems selected for this evaluation, except one, have a throttling
capability of 10:1 or greater,

Engine throttling may be accomplished in one of three ways:
{a) flow control of propellants with an upstream control value, {b) flow
control of propellant by varying the injector area at the thrust chamber face,
or {c) control of propellant feed pump speed.

The throttle ratio possible using upstream flow control is very
limited, Analyses show that, because of high pressure losses in the fixed
area thrust chamber injector, the maximum practical throttle ratio is
approximately 3.5 to 1, For ratios above this value, the propellant tank
pressures required cause prohibitive increases in system weight. However,
an effective throttle ratio of. 10 to 1 can be realized by utilizing 3 thrust
chambers, with provision for operating any combination. Upstream throttling
is within the current state of the -art. Injector characteristics and performance
data for upstream throttling are reported in Appendix 6B. '

By use of flow control at the thrust chamber face (variable area
injectar), a throttle ratio in excess of 10 to 1 can be easily achieved without a
penalty in tank weight. Unfortunately, variable area injectors are not con-
sidered to be within the current state -of -the art. A discussion of this subject
is provided in Appendix 6B.

Pump fed, regeneratively cooled thrust chambers can be operated
over a throttle ratio of 10 to 1. However, because of the limited cooling
capacity available with storable propellants, throttle ratios in excess of 3 or
4 are notpractical because of nozzle overheating, These characteristics of
pump fed regenerative systems are discussed in Appendix 6B,

The basic characteristics of 'the propulsion systems selected for
evaluation are as follows:

1. Storable Propellants

Single engine

Fixed injector

Pressure feed system
Ablative thrust chamber
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2. Storable Propellants

- Three engines
Fixed injectors _
Pressure feed systems
Ablative thrust chambers

3. Storable Propellants

Single engine

Variable injector
Pressure feed system ‘
Ablative thrust chambers

4, Cryogenic Propellants

Three engines

Fixed injectors

Pressure feed system

Regeneratively cooled thrust chambers

9. Cryogenic Propellants

- Single engine

- Fixed injector

- Pump feed system

- Regeneratively cooled thrust chamber

Table 6-1V defines the above propulsion systems in greater detail,and also
provides the vehicle data used in performing the vehicle evaluation. The
method used in conducting these evaluations is illustrated by a sample cal-
culation in Appendix 6E; Paragraph 2.0.

The results of these evaluations are well summarized in Figure
6-8. The variation of LEM initial weights for each configuration is provided
for a wide range of initial thrust to weight ratios. Also, for three of the con-
figurations, the effect of orbit altitude on vehicle weight is included. Altitude
is important in selecting the vehicle thrust to weight ratio, since line-of-sight
between the LEM and the selected lunar landing site is assumed to be re-
quired. To show the relationship between thrust to weight ratio and altitude,
a horizon line is superimposed on the parametric altitude curves. 1In these
plots, points above the horizon line allow line-of-sight operation while points
below do not. The relative flatness of the line-of-sight curve indicates that
the LEM weight is almost independent of thrust to weight ratio over a wide
range. Therefore, if line-of-sight operation is required, it appears that the
thrustthto weight ratio should be chosen as high as possible to permit system
growth, : '

Perhaps the most significant conclusion which e¢an be drawn
from this evaluation is that the gross weight of each of the systems analyzed,
except one, is within the payload capability {LEM - 30, 000 1bs.) of the Saturn
C-5 launch vehicle. The excessive weight of the unacceptable system, de-
signated Configuration (1) in Figure 6-8, results primarily from the lack of
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TABLE é6-1V
SUMMARY OF PROPULSION SYSTEMS — FINAL PARAMETRIC STUDIES

PROPELLANT|  NOMINAL NO.OF | PROPELLANT | TYPE OF |PROPELLANT| THRUST MAX.|  TypE
SYSTEM NO. TYPE e ENCINES FEED THRUST TANK CHAMBER INJECTOR REDUNDANCY
P SYSTEMS CHAMBER | PRESSURE | PRESSURE
MO ALL DYNAMIC
204 inz%siggi VARIES COMPONENTS
AND .
1. 320 ! 3000 PSi | ABLATIVE | _ W 100 PSIA Fixep | NCTHOING
AEROZINE L IUM THROTTLE ,
RATIO REGULATORS,
50 SOURCE
ETC.
ALL DYNAMIC
N204 TRESSURE VARIES COMPONENTS
AND WITH INCL.UDING:
2. AEROZINE 320 3 iog&m ABLATIVE { - AU | 100 PSIA FIXED VALVES,
RATIO REGULATORS,
50 SOURCE
ETC.
ALL DYNAMIC
20 FRESSURE COMPONENTS
AN .
3, D 320 ) 2000 PSI ABLATIVE | 130 PSIA 100 PSIA VARIABLE "‘:,‘i'-L‘ifg?G
AEROZINE .
. ?{;ELQL(’:’; REGULATORS,
U ETC.
ALL DYNAMIC
'fgggsg;& COMPONENTS
Lo - INCLUDING:
4 % 430 3 2000 Psi | REGENER=1 o00psia | 100 Psia FIXED MRS
2 HELIUM .
LATORS
SOURCE REGU ,
ETC.
1 ENGINE _
LO PLUS VALVES
2 REGENER— ,
> LH, 430 1 PUMP ATIVE 50 PSIA 300 PSIA FIXED | oEGULATORS,
ETC.
NOTES: 1. ALL VEHICLE STAGE LANDING GEAR, EMPTY PROPELL ANT TANKAGE AND PRESSURIZATION SYSTEM ON LUNAR SURF ACE.

ALL TANKS ARE CYLINDERICAL.
NOZZLE EXPANSION RATIO 15 40.

CRYOGENIC SYSTEMS ARE UNVENTED.
LANDING GEAR 1S 5% TOTAL VEHICLE WEIGHT.

CREW STATION WEIGHT - 5187
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throttling capability provided by the engine. Relative to the acceptable con-
figurations, it is significant to note that the development time associated with
each vehicle is proportional to the weight levels indicated in Figure 6-8. A
minimum of development {ime will be required for the three engines, pressure
fed, storable propellant system, while a maximum of development time is
associated with the pump fed, regeneratively cooled cryogenics system.
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6.4 FINAL SYSTEM SELECTION

This section presents the method utilized in selecting the recom-
mended LEM propulsion system. It also provides the final system perform-
ance and a summary justification for each of the significant systems and
components selected. _

6.4.1 Engine System Selection

In making this selection, major emphasis was placed on the neces-
sity of achieving: mission success, crew safety, minimum development time,
and compatibility of the configuration with the Apollo system. To accomplish
these objectives, wherever possible, only components and subsystems with
extensive state of the art background were considered. Also, a redundancy
philosophy was established which provides for one dynamic part failure with-
out affecting mission success and two such failures without affecting crew
safety. '

In the preceding parametric studies it was determined that the LOR
mission could be accomplished using either storable or cryogenic propellants.
However, because minimum development time is associated with storable
systems, storable propellants were emphasized for the LEM vehicle,

To aid in selecting the propulsion system with the most desirable
characteristics, Table 6-V was prepared. This table presents a number of
systems covering a wide range of possible arrangements. Many of these
systems do not meet all the requirements established above, but are in-
cluded in order to provide as complete a coverage as possible, In fact,
only one of the systems, designated System No. 2, meets both the redundancy
and throttle requirement (indicated in the table}. This system, however, was
considered unacceptable because it employs a variable area injector, the
development of which is incompatible with the LEM program. Also, the ve-
hicle design arrangement required to accommodate the two large engines of
System No. 2 is considered undesirable, In fact, detail design studies re-
vealed that, because of landing gear problems and general vehicle compact -
ness, the most attractive vehicle arrangement could be achieved with a 3-
engine arrangement, Fortunately, this type arrangement also offers an
attractive method of achieving engine redundancy as well as throttle control
without major penalties. Four such systems were considered and are in-
cluded in Table 6-V.

An examination of two arrangements, which consist of three fixed
engines and variable injectors (System Nos. 5 and 7), reveals that in the
event of engine failure either one can execute an abort in spite of the asym-
metrical thrust provided. However, a safe lunar landing for the engine out
condifion cannot be effected with either of these systems.

The two systems which utilize gimbaling and fixed area injectors
(System Nos. 4 and 6) present different problems. Since thrust alignment
can be easily accomplished with the gimbal system, this presents no problem.
However, the system which has one completely redundant engine (System No.
4) cannot complete a lunar landing because of insufficient throttle ratio (5:1
per engine required). A lunar landing can be successfully effected with

T T T T ehedd s ehupal a3 Ee
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TABLE 6~V ENGINE SYSTEM CONSIDERATIONS

THROTTLE RATIO

}4&*

SYSTEM | NO. OF ENGINE ng#azzém INJECTOR TYPE GIMBALED | oo o e INE
1 1 NO VARIABLE NO 10
2 2 YES VARIABLE 1o 10
3 2 NO VARIABL E NO 10
4 3 FIXED YES "5

}é*

VARIABLE

5

%

2
7 VARIABLE
8 2-RL-10* YES FIXED el 7
*NOTES: 1. THE DESIGNATION 2 UNDER THE GIMBAL ED COLUMN INDICATES THAT THE GIMBAL

HAS ONLY ONE DEGREE OF FREEDOM, TO PROVIDE ENGINE REDUNDANCY.

2. THE DESIGNATION ¥ UNDER THE REDUNDANT ENGINE COLUMN INDICATES THAT
ONLY ONE SPARE ENGINE IS AVAILABLE (TWO ARE OPERATING).

3. ALL ENGINES CONSIDERED USE STORABLES PROPELLANTS EXCEPT THE RL-10.

4. ALL SYSTEMS ARE 1)2-STAGES (TANKS AND PRESSURANT SYSTEMS STAGED ON
LUNAR SURFACE.



System No. 6 with one engine out, but at a point down range from the planned
site. Calculation shows that if engine failure occurs at the beginning of de-
scent,the overshoot distance is approximately 70 miles. This is a very
attractive feature which provides a form of redundancy that can be achieved
simply by planning an alternate but equally acceptable landing site in case of
an engine failure during descent.

It is interesting to note that the gimbaling nozzle is the key to the
attractiveness of the 3-engine concept described above. Since with this con-
cept an adequate throttling ratio can be achieved with either variable area
injector or fixed area injector engines, the obvious choice is the simpler
fixed area injector engine.

Another interesting observation which can be made from the above
considerations is that, in order to achieve engine redundancy, a gimbal sys-
tem must be used. Once this is accepted it appears logical that the gimbal
could also be used to achieve throttle control if this simplifies the engine
problem. For the LEM application this is the case.

As was mentioned earlier, storable propellant systems were em-
phasized in this study because of minimum development time. Since one
cryogenic engine, the RL-10, is now available, consideration was given to
this unit. It was not selected because the thrust level is too high and the de-
sign arrangement presented the landing gear and compactness problems dis-
cussed earlier.

Based on the considerations reviewed above, System No. 6, Table
6-V, defined as consisting of: (a) three engines, (b) fixed area injector, (c)
gimbaled engines, in a cluster with a throttle ratio of 3,3 per engine
was selected and is recommended for the LEM vehicle, A detailed descrip-
tion of the entire recommended propulsion system is provided in Paragraph 6. 5
This selected system is essentially the same as the three-engine, fixed in-
jector engine arrangement evaluated in Paragraph 6. 3. 2 except that the engine
size was reduced to improve the vehicle arrangement. This size reduction
was accomiplished by increasing the chamber pressure from 100 psia to 150
psia and reducing the expansion ratio from 40:1 to 30:1.

6.4,2 Performance of Selected System

The final propulsion system selected for the LEM is exactly the
same as the three-engine, variable injector system evaluated in Section
6.3.2, except for two changes. These consist of an engine size reduction,
as discussed in the preceding Paragraph 6.4.1, and a weight improvement change
in the crew station &eduction from 5187 lbs. to 4738 1lbs.).

The performance of this system is defined in Figure 6-9. in this
figure, the LEM initial weight is plotted as a Function of thrust to weight
ratio with altitude as a parameter. Altitude is a very significant factor in
determining the thrust to weight ratio required for a selected trajectory,
This is true because line-of-sight between the LEM and the selected lunar
landing site is assumed to be required. To show the relationship between
thrust to weight ratio and altitude a horizon line is superimposed on the
altitude curves. As can be seen, if the line-of-sight requirement is met,

l LradEi vRle w TUNF
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the vehicle weight becomes almost independent of engine performance (thrust
to weight ratio) over a wide range. In practice this means that significant
changes can occur during the design of the basic vehicle without affecting the
engine development program. In order to insure maximum growth potential
for the LEM system, a thrust to weight ratio at the point ol deceleration
initiation was selected at 0. 65 which corresponds to an altitude of 62,000 ft.
With a vehicle weight of approximately 30, 000 1bs., the thrust required is
then 19,500 lbs. or 6500 lbs. per engine.

A sample calculation which illustrates the method used in 6btaining
the basic data presented in Figure 6-9 is shown in Appendix 6E, Paragraph 2.0.

6.4.3 Justification of Significant Systems

The most significant items in selecting the LEM propulsion system
are: (a) propellants, (b) propellant feed systems, (c) vehicle staging, and (d)
engine and related components. Each of these is discussed below and reasons
for the choice made are given.

(a} Propellants

Several possible propellant combinations were considered for
use in the LEM vehicle, As a result of these considerafions, a discussion of
which is presented in Appendix 6A, propellant combinations consisting of:

(a) nitrogen tetroxide and Aerozine-50 and (b) liquid oxygen and liquid hydro-
en, were selected [or further evaluation. These evaluations, reported in
aragraph 6.2, show that either propellant combination provides adequate per-

formance for the LEM vehicle. The storable propeliants were selected over

cryogenics. This was primarily because of the greater time requirement
anticipated for the development of cryogenic systems. The nitrogen tetroxide
and Aerozine-50 propellant combination was used in this study because it is
the only high performance storable bi-propellant combination with significant
development background. Furthermore, additional development effort will
be applied to these propellants as work on the Titan III and Apollo Service

Module engines continues.

(b) Propellant Feed Systems

With the selection of storable propellants for the LEM vehicle,
the type of propellant feed system was clearly indicated to be a pressure feed
design. The pump feed system is precluded because, up until the present
time, no pump has been built which will operate with nitrogen tetroxide. The
pressure feed system selecled utilizes cold helium gas, stored at 3000 psia.
This selection is based primarily on the simplicity and reliability of this
type system. Several other methods were considered and rejected in this
study. These are described in Appendix 6C. Positive expulsion of propel-
lant was not provided nor considered necessary; since the vehicle will operate
for the most part in a lunar gravity field. When operating in a zero "g" field,
the reaction control system -- which utilizes positive expulsion -~ is used
for propellant "settling'. '
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(c) Vehicle Staging

The general arrangement and size of the LEM vehicle is greatly
affected by the staging concept selected. Propulsion system parametric stud-
ies, presented in Paragraph 6.2, along with system design studies indicate
the compatibility of the vehicle with the Apollo system is compromised more
with a two stage tandem arrangement than with a so-called ""1-1/2-stage"
(tanks and pressurant system staged) design. Furthermore, the 1-1/2-stage
design tends to offer a more favorable landing arrangement, with better
landing stability characteristics. An apparent advantage offered by the 2-
stage vehicle is its inherent provision for protecting the ascent engine from
possible lunar surface debris. during the hovering and landing mode. More
detalled knowledge of the lunar surface condition could dictate a two stage
vehicle arrangement, -

(d) Engine

The major [actors considered in establishing the recommended
engine system are: thrust vectoring, thrust misalignment, thrust modulation
(throttling),number of engines and the method employed for achieving thrust
chamber and nozzle cooling. The LEM initial thrust to weight ratio, i.e.,
0.65, established by the lunar landing guidance requirements, fixes the re-
quired engine throttle ratio at approximately 10 to 1. This requirement is
very significant in defining the thrust control system and in the selection of
the thrust chamber cooling technique. The following paragraphs review the
consideration used in establishing the engine system selection.

(1) Thrust Vector Control System

After careful review of the various techniques for effecting
mechanical thrust vector control - including jet vanes, jetavators, secondary
gas injection, gimbaling, etc. - gimbaling was selected as the only technique
acceptable, from a state of the art standpoint, for the LEM application.

In the LEM design, vehicle control is achieved by both
gimbal action and reaction controls., Such an arrangement offers the follow-
ing advantages; provides for efficient and effective control, with maximum
redundancy, and reduces the problem of thrust vector alignment associated
with fixed engine installations. To insure reliability the gimbal systeni is
operated by a tandem actuator which utilizes separate sources of hydraulic
power. In the case of failure of one of the hydraulic systems, only one-half
of the gimbal control authority is lost. Since the total control authority is
shared equally between the gimbal system and the reaction control system -
which is also redundant within itself - a failure of one hydraulic system re-
sults in a loss of only 25% of the fotal control. With such a loss the mission

could still be completed. With the loss of another 25% of control authority,
abort could still be effected. '

In addition to providing basic vehicle control the gimbal
system eliminates the problem of thrust vector misalignment common to
fixed engine installations,
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(2) Thrust Modulation (Throttling) T

The LEM mission requires an engine throttle ratio cap-
ability of approximately 10 to 1. Current throttleable engines achieve a
maximum operational state of the art in throttle ratio of approximately 3 to
1. These ratios are accomplished by the use of a propellant feed line
throttle valve and a fixed area injector. The required 10 to 1 throttle ratio
can easily be achieved with a variable area injector. However, variable area
injectors are still in the laboratory stage of development and are not con-
sidered within the state of the art required for the LEM program. There
are methods, however, which can utilize upstream line throttling to achieve
the required throttle ratio. One obvious method is the use of upstream
throttling and multiple engines. With this approach, three engines operated
in the proper sequence can achieve the required 10 to 1 ratio. Other ramifica~
tions of this approach are feasible. For example, if mulliple propellant lines
are used to supply the injector, modulation plus step control of thrust can be
achieved by operating upstream shut-off valves in conjunction with upstream
throttle valves. Such an engine, however, has never been produced. For
this reason, its development status is not consistent with the LEM program,
The use of multiple engines and upstream throttling for achieving the throttle
ratio required for the LOR mission has therefore been recommended.

(3) Thrust Chamber Cooling

Because of the limited cooling capacity of earth storable
propellants, the throttle ratio of systems using regeneratively cooled cham-
bers is limited to approximately 3 to 1. Also, in the pressure fed system,
as selected for the LEM propulsion system, the pressure loss associated
with regenerative cooling adds a significant weight penalty because of the
increased tank pressure requirements. For these reasons as well as the
apparent vulnerability of regenerative systems to micrometeoroid damage,
the regenerative chamber was eliminated from consideration for the LEM
system,

The use of ablative thrust chambers greatly simplifies
the cooling problem over the regenerative system. While the ablative cham-
ber is significantly heavier, it does not present the throttling nor pressure
loss problems which are associated with regeneratively cooled chambers.

Ablative cooling systems have been used for some time in
various applications. In the past few years significant steps have been accom-
plished in the development of ablators for thrust chamber and nozzle cooling.
Currently, several such engines are under development. At least one abla~
tive cooled engine in the 2000-1b. thrust class is nearing completion of its
Pre-Flight Rating Test. Several other engine programs, such as the Apollo
Service Module engine and the Gemini and Apollo Reaction Control motors,
will significantly improve the development status of ablatively cooled engines.

On the basis of the above facts ablative thrust chambers have
been recommended for the LEM propulsion system.
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6.5.1

System Definition

6.5 PROPULSION SYSTEM DESCRIPTION AND OPERATION

The propulsion system selected and recommended {for the LEM
vehicle is defined below:

A,

Propellants
Oxidizer
Fuel
Mixture Ratio
Amount **
Descent Oxidizer
Descent Fuel
Ascent Oxidizer
Ascent Fuel
Engines
Number of 'Engines
Thrust Level
Propellant Feed
Maximum Chamber Pressure
Combustion Chamber Injector
Throttle Control
Nozzle Expansion Ratio
Cooling
Vector Control
Maximum Motion
Control Motion
Rate

Acceleration
Actuation

Nitrogen Tetroxide
Aerozine 50%
2:1
21,166 lbs.
10, 721 1bs,
5, 361 lbs.

3, 389 1bs.
1, 695 lbs.

3

19, 500 1bs. {6500 lbs/engine)
Pressure

150 psia -

Fixed

Upstream Valve - 3.3:1
30 :1

Ablative (800 seconds)
Gimbal

16°

+5°

30° per second

5 radians per (second)2
Hydraulic Tandem Actuators

*  Aerozine 50 is a 50-50 mixture of Hydrazine and UDMH

** Amounts shown include 10% Descent reserve and 5% Ascent reserve.
For explanation of reserve philosophy, see Volume V1i, Paragraph 17.5,

i o wdte s 2 ERe
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Pressurization System

Pressurant
Descent quantity
Ascent quantity

Storage Pressure

Number of Tanks
Descent Fuel
Descent Oxidizer
Ascent Fuel
Ascent Oxidizer

Tank Material
Propellant Storage System

Number of Tanks
Descent Fuel
Descent Oxidizer
Ascent Fuel
Ascent Oxidizer
Master Fuel
Master Oxidizer

Tank Design Pressure
Tank Material
Thermal Protection

Descent Tanks
Ascent Tanks

Helium
47. 6 lbs.
20. 0 1bs.

3000 psia

P o ek B

Titanium

b ek b et D B OO

215 psia

Titanium

Gold Coating
0.10 inch multi-

Jlayer insulation and low

emissivity coating
6.5.2 System Operation

Figure 6-10 shows a schematic diagram of the propulsion system
defined above. The function of each of the major components is provided in
Table 6-VI. A detailed description of how the system operates both in the
descent and ascent phases is provided in the following paragraphs.

6.5.2.1 Descent Phase

A, System Operation

. _ (1) Helium tank squibs, in the descent fuel and oxidizer
circuits, are opened.

(2) Inlet and oullet burst diaphragms are opened on the
fouz: descent tanks and both master tanks. The descent systems are now pres-
surized down to manual master tank outlet valves.
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TABLE 6-¥] COMPONENT FUNCTIONAL DESCRIPTION

ITEM

DESCRIPTION OF FUNCTIONS

NO.* COMPONENT

1 Helium Tank Squib Normally closed - serves only to contain helium within storage tank
until system operation ig inijtiated,

2 Helium Pressure Reduces helium pressure from maximum tank pressure of 3000 psi

Regulator to nominal operating pressures of 200 pgia. Utilizes multi-stage
regulator,

3 Propellant Tank Contains propellant within tank until initial usage required - re-

Burst Diaphragm duces exposure of Item 2 to propellant - prevents propellant from
accumulating in line during translunar zero ''g' condition and
freezing - reduces possibility of leakage and corrosion in feed lines,

4 Isolation Squibs Normally open - driven closed prior to staging operation to isclate
ascent tankapge from descent system.

5 Ascent Pressurization Normally closed - driven opentoallow master tank pressurization

Squibs for ascent - prevents descent operation from pressurizing launch
tanks - prevents exposure of ascent helium pressure regulator to
propellant during lunar residence,

6 Master Tank Shutoff* Manually operated by mechanical linkage - seals off master tank on
lunar surface to prevent propellant from entering engine feed lines
and freezing - removes empty master tank from feed system during
ascent {o prevent helium disturbance of mixture ratio.

7 Engine Shutoffs* Manually operated by mechanical linkage - shuts downall engines
during coast - cuts out individual engine for throttling purposes -
isolates malfunctioned engine from feed circuit,

8 Throttle Control* Manually operated by mechanical linkage - provides thrust control
by varying feed line pressure drop - control on all three engines
T lgangedl 'l.

9 Mixture Ratio Trim Valve| Automatic control with manual bias adjustment - maintaing proper
mixture ratio based on pressure and Item 8 - will not supercede
Item 8 in throttling authority.

10 Purge Squibs Normally closed - driven open after lunar descent to allow helium

purging of engine feed lines.

*NOTES:

prime authority.
2. Item number refers to Figure 6-10,

1. Manual shutoffs and throttles may also be operated
by automatic control, but manual cperation has



(3) The master tank shut-off valves are opened and throttles

are set at the desired power. The manual* engine shut-off valves are then
opened to initiate engine firing to accomplish retro to transfer orbit.

(4) Manual* shut-off valves at the engines are closed to

stop firing during coast. The throttle control valves are left in the open posi-

tion in preparation for the next firing.

(5) Manual shut-off valves are opened at the engines to initiate

thrust for final descent and hover,

(6) Individual engines are shut down as required prior to
landing by closing the manual engine valve. Throttle valves are operated as

a ''gang" so that non-operating engines are immediately available at the proper

power setting in an emergency,

(7) After landing, preparation for lunar stay is effected by
closing master tank valves and opening manual engine valves on all engines.
Purging is accomplished by opening engine throttles and firing helium purge

squibs. After purging is complete, the purge lines are closed by firing squibs.

Throttles are left open in preparation for launch.

(8) Squib valves between the ascent and descent tanks are
fired and separation of the system lines is effected at the staging plane.

B. Propellant Management

Propellant feeds from the four descent tanks through the
two master tanks and on to the thrust chamber, At the point where all the
normally required descent propetlant has been consumed, the descent tanks
are empty and, for a normal mission, lunar landing has been accomplished.
However, should any descent reserve propellant be required, it would be
drawn from the master tank with pressurization provided by the descent sys-
tem through the then empty descent tanks. At the completion of the descent
maneuver, all unused descent reserve propellant is automatically available

for launch by virtue of the fact that it was initially loaded in the master tanks.

The feed lines from the master tanks to the engine are then purged with de-
scent helium and the descent tanks and pressurization systems are staged.

C. Engine Operation

The three engines are fired at full thrust (19, 500 1lbs) to
initiate deceleration. They are then throttled equally until the trajectory
thrust requirements decrease to 13, 000 [bs. At this time, one engine is cut
off and the other two engines are increased to full thrust. The two burning
engines are then throtiled equally to provide trajectory thrust requirements
until the end of deceleration. At the initiation of hover, another engine is
cut off leaving one engine to provide hover thrust. The system operating
time for each phase of descent is shown as follows:

*NOTE: Manual valves and throttles may also be operated by automatic
control but manual operation has prime authority,
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Phase Operating Time - Seconds

Retro ' _ 26
Deceleration 333
Hover 60
Translation and Let down 45

It should be noted that there is no requirement for engine re-
start during descent except in case of an engine failure during hover. During
hover, the engine feed lines will be filled with propellant; hence, another engine
can be restarted immediately. The time required for restart is the pilot res-
ponse time plus approximately 100 milliseconds maximum .

6.5.2, 2 Ascent Phase
A. System Operation

(1) Helium tank squibs in the ascent fuel and oxidizer cir-
cuits are opened. Inlet and outlet diaphragms are then opened on the ascent
tanks.

(2) The squib valves and manual valves on master fuel and
oxidizer tanks are opened. The system is now pressurized down to manual
valves on each tank,

(3) The engine shutoff valves are opened. The engines are
shut off selectively after clearing the landing gear.

(4) The master tank manual valves are closed during ascent
when low level indicator shows master tanks are expended.

(6} The remaining operations are accomplished in a sim-
ilar manner to the landing operation, using engines selectively as needed.

NOTE: Bypass trimmer valves sense fuel and oxidizer flow and maintain
thrust and mixture ratio constant at any power setting. They may
be biased differently or closed manually if necessary.

B. Propellant Management

Propellant for ascent is furnished from the two ascent tanks
and the two master tanks directly to the engines. Pressurization for this
maneuver is derived from a separate ascent system. Feed lines will be built
such that the difference in pressure drop between the ascent tank lines and
thpse of the masier tanks will insure that the latter become empty first. At
this point, the master tanks are manually shut off and the remainder of the
required propellant is drawn from the ascent tanks.
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C. Engine Operation

For ascent, only one of the three engines is required,
The engine with minimum descenl operating Lime is used, il visual inspection
indicates it is in operating condition. If this is not the case, either of the
other engines may be used, since each has ndequate operating time remain-
ing. In any case, the other engines provide redundancy in ascent. The system
operating time for each phase of ascent is shown below:

Phase Operating Time-Seconds

Boost 228

Plane Change 1




6.6 DEVELOPMENT

The purpose of this section is to define the proposed propulsion
system development schedule and to outline possible development problem
areas, The proposed approach is to divide the system development into two
parallel programs: (1) the engine development program, and (2) the propellant
storage and pressurization system development program. The interface
between these two systems is the engine inlet upstream of the engine control
valves. The engine package, consisting of three thrust chambers, the thrust
chamber mounts, and the chamber control valves should be developed by an
engine manufacturer. The propellant tanks, lines, and pressurization system
are dependent to a large extent on vehicle configuration and installation re-
quirements, Therefore, the responsibility for this system should be retained
by the prime contractor. With this division of responsibility, tanks and pro-
pellant system components would be a prime contractor function. Piopellant
system valves, rupture diaphragms, sensing devices, and pyrotechnic com-
ponents would be developed by component manufacturers from design require-
ments determined by the prime contractor. This division of responsibility
relieves the engine manufacturer of detailed component responsibility and
provides an opportunity for better coordination and control of the over-all
system by the responsible prime contractor.

The proposed development schedule is presented in Figure 6-11.
This schedule requires delivery of the first qualified engine 21 months after
program go-ahead. Accomplishment of this objective requires maximum use
of existing components and use of current state of the art design practices in
those instances where a new component must be developed.

The major engine development problem areas which are anti-
cipated are: (1) the ablator, (2) the engine throttling control valves, and (3)
the engine injector. Ablative thrust chambers have been designed, built and
operated but not at the proposed thrust level and time duration and not for
throttleable engines. Heat flux determinations, erosion characteristics, and
char depth must be determined from hot firing tests. The major injector
problems will be concerned with elimination of flame fans and engine hot
spots.

The propellant storage and pressurization system development
should be conducted parallel to the engine development. The specific pro-
pellant problems related to the LEM configuration are: (1) foaming in the
tanks resulting from the series arrangement of tanks, feed line vortexing,
and introduction of pressurant; (2) propellant splash and swirl due to tank
motion; (3) propellant metering and utilization. Considerable component and
systems testing will be required to solve these problems and to demonstrate
the abil(i:ity of the system to deliver the propellant to the engine at the conditions
required. .

Ground testing of the complete propulsion system should in-
clude cold flow tests, vibration tests, environmental tests, propellant loading
and ground handling tests, and complete system hot firing tests, Flight test-
ing should include both tethered flight and earth orbital testing. In these tests,
response times, pilot functions, propellant utilization, zero ‘g’ operation, and
space environment operation should be evaluated.
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Development and gualification of a suitable propulsion system
represents one of the major problems in the overall LEM development.
Therefore, detailed aftention has been given during this study to establishing
a realistic schedule. The proposed schedule has been discussed with the
major engine contraciors and the concensus is that the proposed program is
realistic and can be accomplished successfully.
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7.0 REACTION CONTROL SYSTEM
7.1 INTRODUCTION

This section presents the resulls of the reaction contrel system
studies which were conducted as a part of the LEM study program. The ob-
jective of the reaction control portion of the study was to select and provide
a preliminary design of the most [easible reaction control system which would
meet the LEM requirements.

The initial effort was directed fo a study of the LEM mission to de-
termine the functions which could best be accomplished by the reaction control
system (RCS). Requirements for the system were defined and analyses were
accomplished to aid in the selection of a system concept. The selected sys-
tem was then defined in detail and the development potential was examined,
The selected system meets the operational requirements of the LEM and can
be developed within the required time period.

7.2 SUMMARY

‘ The Reaction Control System (RCS) was designed to perform the
following functions: (1) separation, (2) rendezvous, (3) docking, and (4)
vehicle stability and control. The system utilizes a total of 16 motors of
the size, quantity and functions shown below:

Function No. Thrust per Engine
Roll 4 50 lbs.
Yaw 4 100 Ibs.
Pitch 4 100 1lhs,
Translation for rendezvous 4 200 1bs.

Separation from the Command Module is accomplished by use of
the pitch and yaw motors. Rendezvous is effected by using the translation
motor, in conjunction with the other attitude controls. Docking employs the
normal attitude control system with the pitch and yaw motors furnishing the
final docking ‘motion. To achieve vehicle stability and control, the RCS
operates in conjunction with an engine gimbal system. The control authority
is shared equally between the systems.

The system utilizes N204 and Aerozine-50 as propellants. The
propellant feed system is a positive expulsion pressure type, which uses
cold helium gas as the pressurant. Control of thrust is achieved by pulse
gidth modulation. The thrust chambers are ablative and completey redun-

ant.

It is expected that no problem will be encountered in developing the
RCS motors in time for the LEM program. Extensive development on the
Apollo and Gemini 50-1b. and 100-lb, thrust RCS motors will aid this pro-
gram greatly.
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7.3 MISSION REQUIREMENTS

Examination of the LEM mission shows that in addition to the sta-
bility and control functions normally assigned to the RCS, other propulsion
requirements can logically be accomplished by the RCS in preference to the
main propulsion system. Therefore, the RCS requiremeits of the LEM in~
clude both propulsion and vehicle control. These requirements are discussed
separately in the following paragraphs.

7.3.1 Propulsion
The vehicle propulsion maneuvers which are supplied by the RCS
are: _
a) Separation AV - 10 feet per second
Rendezvous AV = 200 feet per second
¢) Docking AV = 10 feet per second

: The separation maneuver requires a small amount of energy and
would be difficult to accomplish accurately with the large engines of the main
propulsion system. The RCS must be operative for the separation maneuver,

Use of the system for separation eliminates the necessity for a start of the
main propulsion system.

The rendezvous maneuver is characterized by many small impulse
intervals followed by slight corrections which are commanded from line-of -
sight observations. TIf the main propulsion system is used for this operation,
the vehicle must be rotated for each correction to align the thrust axis in the
required impulse direction. This type maneuvering degrades the accuracy of
the line-of~sight observations and requires considerable reaction control
propellant to position the vehicle accurately., Therefore, the capability of
translating fore and aft along the pilot's normal line~of-sight is extremely
desirable. The thrust level which allows this maneuver to be accomplished
most efficiently and accurately is 400 pounds (see Volume I, Section 7. 0).
Use of the RCS to perform this maneuver greatly enhances its success,

The docking maneuver is a primary function of the command and
service module. However, propellant allowances for the docking maneuver
have been included in the LEM reaction control to provide redundancy for
this critical operation.

Zero "g'" and/or negative "g'" operation of the RCS necessitates
employment of positive propellant expulsion for the LEM system. Since this
requirement exists, it follows that use of the RCS for propellant settling
eliminates positive expulsion requirements on the main engine system. This
has also been established as an RCS requirement.

7.3.2 Stabilization and Control

~The RCS provides only roll control during propulsion system opera-
tion. - The main engines are gimbaled to provide pitch and yaw control. Dur-
ing coast operations the RCS provides pitch, yaw, and roll control. Detailed
development of the system requirements for the vehicle is presented in
Volume IV, Section 13. A summary is presented below,
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The torque levels produced by the RCS are defined by consideration
of the maximum angular acceleration required at maximum moment of inertia,
The maximum required torques were averaged and adjusted in each aXxis in
an attempt to achieve symmetry and reduce the number of engine sizes. The
maximum torques required were found to be 2000 ft-1bs. for pitch and yaw
control and 1000 ft-lbs. for roll control.

The above conditions establish the maximum required torques for
vehicle control. Lesser average torques can be obtained by "pulse-width
modulation' of the reaction control engines. Short minimum pulse-widths
are desired for the following reasons:

a) Minimize propellant used during limit cycle operation.
Keep pulse -width modulation period short compared to the
natural period of the vehicle stabilization system,

A minimum pulse-width of 0.020 seconds was selected as being representa-
tive of the state of the art of solenoid propellant valves, A shorter mini-
mum pulse -width would be desirable to conserve propellant but satisfactory
stabilization is obtained with a pulse-width of 0,020 seconds,

The stabilization system characteristics and the effect of vehicle
C.G. travel were examined relative to the necessary trajectory control and
maneuvering to establish the total impulse requirements, Based on this, the
duty cycles were established in terms of per cent flight time for each phase
of the mission. These data are presented in Table 7-1.



TABLE 7-1

- . —.— PROPELLANT WEIGHT REQUIREMENTS
A PROPULSION FUNCTIONS
VELOCITY INITIAL |
MANZUYER CHANGI: VEHICLE *PROPULLANT CONSUMED — POUNDS
FT/SEC | WEIGHT POUNDS
SEP ARATION 16 29 887 3
RENDEZVOUS 200 6,083 127
DOCKING 10 5,956 é
TOTAL 144
B, CONTROL FUNCTIONS
TIME - CHAMBERS | THRUST PER CUTY *PROPELLANT
CONTROL . _ CHAMBER — CYCLE - % CONSUMED —
SECONDS REQUIRED POUNDS - % POUNDS
A. DESCENT
1. MAIN ENGINE
BURNING:
ROL.L 464 4 50 0.5 1.54
2. COASTING:
ROLL 1740 4 50 0.5 5.8
PITCH 1740 100 2.0 46.45
Y AW 1740 100 1.2 27.8
B. ASCENT
1. MAIN ENGINE
BURNING:
ROLL 243 4 50 0.5 .81
2. COASTING:
ROLL 3420 4 50 0.25 5.7
PITCH 3420 4 100 0.75 34.2
Y AW 3420 4 100 0.5 22.8
TOTAL  145.)
*SPECIFIC IMPULSE - 300 SECS.
- e s T S e T e RN -




7.4 SYSTEM ANALYSIS
7.4.1 Concept Selection

The following state-of ~the-art propellants were reviewed in de-
termining the recommended RCS for the LEM:

a) Nitrogen (cold stored gas)
Freon (heated stored gas)
¢) Hydrogen peroxide {(monopropellant)
d) Nitrogen tetroxide - Aerozine-50 (bipropellant)

The evaluation of thése propellants resulted in the following conclusions:

(a) Nitrogen expelted from high pressure storage tanks provides
the lowest performancebut is the most reliable and simplest approach. How-
ever, a nitrogen system is excessively heavy. Even if the propulsion opera-
tions were removed from the RCS requirements, a nitrogen system would
still weigh approximately 4 times as much as the selected bipropellant system,

(b) Freon exhibifs better performance than nitrogen, but the pro-
cess of heating and expelling the freon requires a complex system which
would be difficult to control during an LEM type mission.

(c) Hydrogen peroxide exhibits intermediate performance, and has
been used in space on manned vehicles for short mission times. However,
long term storage is a problem because of deterioration of the propellant by
catalytic reaction with most contaminants. The advantage with this approach
in assuring mission success is questionable when compared to the higher per -
formance bipropellants.

(d) Nitrogen tetroxide - Aerozine-50 exhibit excellent performance
and controllability. While the system is relatively complex it contains no
basic problems which have not previously been solved in propulsion systems
development. Development of reaction control systems with these propellants
is underway for Gemini and Apollo,

In view of the above conclusions, a nitrogen tetroxide-Aerozine-50
bipropellant system was selected for the LEM. The system employs positive
expulsion pressure feed to ablative thrust chambers. The feed pressure is
supplied by regulated high pressure stored helium gas. Chamber operation.
is controlled by solenoid operated propeliant valves attached to each chamber.

7.4,2 System Sizing

Sizing of the reaction control system must be accomplished in two
steps. Since the control requirement is in terms of torque, the chamber posi-~
tions must be established before their size and the quantity of propellant can
be determined. The most desirable condition is to provide the maximum -
moment arm between each chamber and the vehicle C.G. This results in the
smallest chambers and minimum propellant expenditures.



view of the vehicle configuration showed that a practical maxi-
mum arm f;rl;geth is 10 feet (from the vehicle roll axis). The resultant loca-
tion and size of the yaw, pitch, and roll chambers are shown by Figure 7-1.
The thrust values shown are the minimum thrusts required to satisty the
maximum torque requirements presented in Paragraph 7. 3.2 of this volume.

The translation thrust requirement given in Paragraph 7.3.1 is
satisfied by the 200 pound thrust chambers located as shown in Figure 7-1.
These chambers are located with 2.5 foot moment arms so that the roll cham-
bers can counteract the torque produced if one of the translation chambers
should fail to fire. The total number of chambers is 16, consisting of: 4 yaw,
4 pitch, 4 roll, and 4 translation.

The required propellant can be determined once the chamber sizes
and number are established. A propellant specific impulse of 300 seconds
was used. This was selected rather than the value of 320 seconds which is
attainable with these propellants because of the pulse modulation. The mini -
mum pulse-width of 0.02 seconds will cause a decrease in net specific im-
pulse because of the large number of stops and starts relative to the total
burning time,

The procedure for calculating the propellant required is necessarily
different for the propulsion and the control modes of operation. The following
methods were used:

(a) Propulsion - Propellant consumed weight was calculated for
each of the mission propulsion requirements, based on the trajectory charac-
teristic velocity equation:

ez 29 -l AV/Igpg)

mg = initial weight

my = final weight

AV = mission characteristic velocity change
specific impulse - sec,

32. 174 it/sec?

sp T
g

The propellant consumed is the difference between the initial and final vehicle
weight for each maneuver.

_ (b) Control - Propellant consumed for vehicle stabilization and
control is obtained by multiplying the thrust of the motors being operated by
their duty cycle time and dividing the result by the motor specific impulse.

__The inputs and results of the propellant quantity calculations are
shown in Table 7-I. The total propellant required for the mission is 309. 1
lbs. In order to provide a margin for control error, unavailable propellants,
and main propulsion system propellant settling, a reserve of 12% was added.
Thus, the total reaction control propeilant will be 346.1 lbs., The best
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performance oxidizer to fuel mixture ratio of the propellants is 2. Using
this ratio, the tanks are sized for 115,4 lbs. of Aerozine-50 and 230.7 lbs.
of nitrogen tetroxide.

The four 100 pound thrust engines, firing aft provide more than
0.01 "g'" at LEM maximum gross weight. Considering that the tanks are
almost full for the zero "g' start times of the mission, this ''g" field is
adequate for settling of the main propellant tanks. Burning time for settling
was estimated to be less than five seconds with negligible propellant con-
sumption for this operation,
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7.5 SYSTEM DE FINI'TION
7.5.1 Physical Description

The selected RCS is a pulse-modulated pressure-fed positive expul -
sion system which distributes storable propeliants (nitrogen tetroxide - Aero-
zine-50) to 16 ablative cooled thrust chambers. Four thrust chambers, coupled

in pairs, provide stabilization and torques around each of the three major axes

as shown in Figure 7-1. The pitch and yaw chambers are aligned parallel to
the vertical axis of the vehicle, Translation along the vertical axis can be
obtained by [iring the pitch and yaw motors in pairs to move in either direc-
tion. This mode of operation provides the separation and docking maneuvers
as well as providing propellant tank settling for the main propulsion system.
An additional four thrust chambers fire parallel to the pilot's normal line-of -
sight fo provide translation propulsion for rendezvous.

A. Feed System

A schemaitic of the RCS is shown on Figure 7-2. Pressure feed
is provided by 0.6 lbs. of helium stored at 3000 psia in a spherical titanium
tank. The pressurized helium is discharged through redundant pressure re-
gulators. The propellant tanks provide positive propellant expulsion for zero
and negative ''g" operation through the use of bladders which are designed for
multiple cycling, The propellant tanks are mounted to the crew station struc-
ture and are insulated to prevent propellant (reezing (Volume I, Appendix
6C). The propellant tanks are sized to contain 115.4 lbs. of Aerozine-50 and
230.7 1bs. of nitrogen tetroxide.

The propellant is routed to the thrust chambers through feed
lines and redundant dynamic components. The feed lines are insulated and
electrically heated to prevent propellant freezing.

Manual shut-down valves are provi'ded‘at'the exits of the pres-
surization and propellant tanks for long inert lunar stay periods as a positive
means of preventing leakage. ‘

B. Thrust Chamhers

Thrust chambers are ablation cooled and have an expansion
ratio of 40:1, The operating chamber pressure is 150 psia. The chambers
provide the thrust levels shown by Figure 7-1, The chambers are capable
of operating in either a pulsing or continuous mode for 15 minutes,

As shown by Figure 7-1, the pitch, roll, and yaw chambers are
mounted on 10 foot arms located approximately in a plane common with
the vehicle center of gravity. The rendezvous chambers are mounted on
the crew station structure in the same plane at a distance of 2.5 feet from
the vehicle center of gravity. ‘




TO OTHER CHAMBERS

He
3000
PSIA

(G E]——~ He FILL

) {c] oume

OXIDIZER

TO OTHER CHAMBERS
THRUST CHAMBER

KEY:
NORMALLY CLOSED SQUIB VALVE D TRANSDUCER
[o] NormaLLY open squis vaLvE V FILTER
® PRESSURE REGULATOR @ M ANUAL SHUTOFF VALVE
7 BLADDER VENT [ 1 revier vaive
@ SERVO CONTROL VALVE B=—1 BursT DIaPHRAM
O FILL aND VENT VALVE U CHECK VALVE

7-12

Figure 7-2 REACTION CONTROL SYSTEM SCHEMATIC



Control of the chambers is‘ provided by tWo solenoid operated
valves mounted on each chamber. The valves are capable of providing a mini-
mum pulse-width of 0,020 seconds. -

7.5.2 Operational Description

A. System

The RCS is actuated just prior to LEM separation by opening
the normally closed squib actuated valves on the pressurization system (see
Figure 7-2). Helium then flows through the filter and normally open squib
valve, through the primary regulator, to the propellant tanks to provide feed
system pressurization. The check valves downstream of the regulators pro-
vide isolation of the regulator - relief valve systems in the event of a primary
regulator malfunction. '

The burst diaphragms are opened to permit propellant flow to
the solenoid control valves, These diaphragms provide positive propellant
tank downstream isolation prior to burst. It should be noted that propellant
tank upstream isolation is provided by the positive expulsion bladders.

The thrust chambers are individually controlled on command
by signals to the solenoid valves. The pair of solenoid valves on each cham-~
ber are mechanically connected to provide positive propellant flow control.

During long lunar stay periods, the pressurization system
manual shut-off valve is closed to prevent leakage, and the propellant feed

line manual valves are closed to safeguard against loss of propellant.
B. Mission -

The RCS provides stabilization and torques around the vehicle
major axes and translation propulsion for separation, docking, and rendez-
vous. The mission [unctions of the reaction control system are discussed in
the following paragraphs. ‘

Separation - During separation, attitude control is provided in
all axes. In addition, translation is provided by selective usage of the pitch
and yaw engines. : ' ‘

Orbit Transler - Vehicle attitude control is provided prior to
main propulsion system [iring and during the coast phase. The pitch and
yaw engines provide main propulsion system propellant tank settling, Roll
control is provided at all times.

. Descent - Propellant tank settling is provided prior to main
propulsion system [iring by the pitch and yaw engines. Roll control is pro-
vided at all times during descent.




Hover and Translation - Roll control is provided during hover
and translation.

Lunar Boost - Roll control is provided during lunar boost.

Plane Change - The pitch and yawengines provide main pro-
pellant tank settling prior to main propulsion system firing. Roll control is
provided at all times during plane change,

Rendezvous - Rendezvous propulsion is provided by the trans-
lation engines. In addition, attitude control is provided at all times.

Docking - Attitude control is provided during the docking maneu-~
ver, In addition, selective usage of the pitch and yawengines provides the
translation necessary to accomplish docking.

7.5.3 Redundancy
A. Component Redundany

System overall reliability is based on the concept that tanks,
feed lines, and other static components have an extremely high inherent re-
liability whereas valves, regulators, and other dynamic components are less
reliable, In determining redundancy requirements, the criteria was that dual
failures of dynamic components must occur before a mission abort is required.
Redundant flow paths are provided in the pressurization system. Redundant
solenoid control valves are not provided since a single valve failure will
necessitate shutdown of only one chamber while the remaining engine in the
couple provides the necessary control torque.

B. Control System Redundancy

Pitch and Yaw - The pitch and yaw engines provide redundancy
to the main engine gimbal system during main engine thrusting periods. 1In
addition, these engines provide pitch and yaw redundancy since one engine in
a couple will provide satisfactory control torques. Operation of one coupled
engine will not produce a pure couple since a translation vector will be intro-
duced. This vector can be nullified by firing the two engines in the other axis
since all pitch and yaw engines have their thrust axis parallel to the vehicle
main engine thrust axis.

Roll - Roll redundancy is provided by the {ranslation engines

since they are located such that they will provide the same control torques as
the roll engines,

7.5.4 Weight

~ Component weights were obtained from manufacturers' estimates
and existing component weights which were generated {or the Apollo study
effort. The required propellant weights were calculated as discussed in

Paragraph 7.4,2. A weights summary for the selected RCS is presented in
Table 7-11.
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Table 7- REACTION CONTROL SYSTEM WEIGHT

A. HARDWARE
COMPONENT INDIVIDUAL NUMBER USED TOTAL
(POUNDS) {POUNDS)
THRUST CHAMBERS
504 THRUST 37 4 14.8
1004 THRUST 5.75 8 46.0
2004 THRUST 7.5 4 30.0
(VALVES INCLUDED)
TANK AGE
OXIDIZER 6.9 1 6.8
FUEL 4.54 B 5.9
PRESSURANT 7.66 1 7.7
MOUNTS & INSULATION INCL.
SQUIB VALVES 0.16 43 6.2
RELIEF VALVES 5 2 2.0
FILTERS 1.0 2 2.0
PRESSURE REGULATORS 1.0 2 2.0
BURST DIAPHRAMS 5 4 2.0
CHECK VALVES 5 4 2.0
LINES & FITTINGS 14.5
CIRCUITRY 49
TOTAL 146.8
— ——————— |
B. PROPELLANT
PROPULSION 164.0
CONTROL 145.1 ‘
RESERVE (12%) 37.0
TOTAL 346.1
C. PRESSURANT
HEL IUM .48
RESERVE (25%) 12
TOTAL 6
TOTAL SYSTEM LOADED WEIGHT 493.5

CHAUS: WALBET L&




7.6 DEVELOPMENT

The consensus ol RCS manufacturers is that development of the
proposed RCS to man rated status c¢an be accomplished in 32 months., Man-
‘rating is not considered to have been established until the system has ex-
perienced the first three near earth space flights. The detail program plan
is presented in Volume VIII, Section 1,2, Qualification for man-rating is
assured by reliability testing of the system at the manufacturer's facility, by
testing in space environment simulation facilities, and by system evaluation
in early earth orbital flights.

Preliminary qualification which will allow delivery of the system
for vehicle integration and testing will be completed in 15 months. Develop-~
ment work presently accomplished and now in progress on the other manned
space systems will provide the necessary lead information to enable this
rapid development.

The major development effort will be required for the chambers
and the positive expulsion tanks. Ablative chambers of 50 and 100 pounds
thrust are now under development for Gemini and Apollo. Some experiment-
al work has been done on 200 pound thrust chambers. However, the larger
chambers are considered to be less difficult to develop and no problems of
a serious nature should be encountered.

The positive expulsion provisions for the propellant tankage will
require major development effort. The problem is made difficult by the
long storage times and intermittent system operation. Positive expulsion
has been successfully accomplished with earth storable propellants of this
type in propulsion systems for space application. Bladders made from multi-
layer teflon have proved satisfactory. Recent successes have been experienced
in the development and testing of folding metal diaphragms. Further study
will be required to determine which of these concepts should be pursued in
the LEM program. However, it is felt that either offers the potential for a
" successful system.

oo '*L BeANEr PELERY EERY
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APPENDIX 6A
PROPELLANT SELECTION

1. GENERAL

The objective of this portion of the study was to evaluate possi-
ble propellant combinations which could be employed in the LEM _p;opulsmn
system, Many propellant combinations were considered in the initial evalua-
tion, however, most were discarded for obvious reasons, such as lack of
development, low performance, etc. The propellants which were considered
in the final selection are presented in Table 6A-1. These propellants were
rated with respect to the factors listed. These ratings are gualitative only,_
but are considered adequate for propellant selection. The preferred selection
for each factor is indicated by the shaded blocks. The propellant evaluation
was conducted independent of feed system design, engine configuration,
vehicle configuration, or trajectory analysis. The data upon which the pro-
pellant evaluation chart was based were consolidated from various government
publications and information supplied by major engine manufacturers.

2, PROPELLANTS CONSID ERED

To simplify the consideration of the possible propellant combina-
tions, the propellants were divided into two general categories as follows:

(a) Earth storable propellants, which for this study were defined as
those propellants which may be stored for extended periods at earth ambient
environmental conditions in conventional materials.

(b) Cryogenic propellants, which must be stored at very low tem-
peratures and require insulation or cooling or both for long time earth storage,

In the case of earth storable propellants, the oxidizers were predominant in
establishing the rating. The hydrazine derivative fuels are very similar in
most respects, .

Nitrogen tetroxide and Aerozine-50 were selected as the most de-
sirable storable propellant combination. These were chosen for this study be-
cause they are the only high performance storable bi-propellants with signi-
ficant development background. Also, additional development effort is being
applied to these propellants in conjunction with the Titan Il and the Apollo
service Module engine programs. Some characteristics of these propellants,
such as [reezing temperatures, are not particularly desirable for this appli-
cation. There are other possible storable propellant combinations, such as
mixed oxides of nitrogen and monomethyl-hydrazine, which provide perform-
ance characteristics equal to the selected propellants. Furthermore, it
appears that this particular combination may have better temperature charac-
teristics. Although nitrogen tetroxide and Aerozine-50 were selected for
study purposes, it appears that other storable propellants which exhibit equal
or superior performance can be utilized in the resulting system.

_ Liquid hydrogen and liquid oxygen were also selected for con -
cept evaluation because of their high performance, and because an engine is
currently available which might be modified to accomplish the LEM mission,

T LEadny g8 80 TQEr
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TABLE 6A—1. PROPELLANT SELECTION

EARTH STORABLES CRYOGENIC
CRITERIA N0,
_ 3 _
IRFNAUBMH | , coooinE. 50| CLF3MMH OF 2 MMH. 02 LHy LO3 RP-1 LFy LH2
lsp (VAC) 295 318 314 384 430 285 445
DENSITY
IMPULSE

STATE OF ART

STORABILITY

HANMDLING

STARTING

MATERIALS

TOXICITY

*A 50% MIXTURE OF HYDRAZINE AND UNSYMETRICAL DIMETHYL HYDRAZINE
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3. EVALUATION CRITERIA

“The criteria, used in Table 6A-I for evaluation of the propellants
are defined below: '

(a) Iy, (VAC) is the specific impulse which can be attained in a
vacuum with the prc?pellant combinations concerned. In most instances, the Igp-
data presented aré based on actual engine tests,

(b) Density Impulse is the propellant bulk density multiplied by
the propellant vacuum specific impulse, It is inversely proportional to pro-
pellant system volume, .

(c) State of the art refers the current development status of a
component, item or system.

(d) Storability is a characteristic which defines the ability of a
propellant to withstand the ambient conditions under which it is stored.

(e) Handling refers to the storage and transportation of the
propellants from one place to another. Handling characteristics are affected
by liquifaction temperature, toxocity, specific gravity, corrosive properties,
etc. In the case of ea1.u storable propellants, the major handling problems
are associated with the oxidizer. With cryogenic fluids the fuel, liquid hydro-
gen, presents the greatest problem,

(f) Starting criteria include basic ignition, system delay time
and system complexity, with hypergolic mixtures representing the most de-
sirable characteristics,

(g) Materials compatibility refers to the ability of the propellant
to be placed in contact with materials without a detrimental effect on the
propellant and/or material. This characteristic was judged relative to the
state of the art and availability of valves, seals and other components, includ-
ing materials for storage containers,

(h) Toxicity is a measure of danger associated with breathing
the propellant vapors, Both the toxicity of the propellant and the exhaust
products were considered relative to ground service and flight problems.

4, PROPELLANT CHARACTERISTICS

Physical and thermodynamic characteristics of the propellants
which were selected for study are shown in Tables 6A-II and 6A -III for
standard temperature. These data and data on the effect of temperature on
vapor pressure, density, heat capacity, and viscosity were obtained from
periegdicals, industry data, and other publications.
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TABLE 6A-]I

PHYSICAL AND THERMODYNAMIC PROPERTIES
OF *AEROZINE-50 AND NITROGEN TE TRAOXIDE

Aerozine -50 Nitrogen
Tetraoxide
Freezing Point (°F) at 14.7 psia +18.8 +11.8
Boiling Point (°F) at 14.7 psia 158.2 70.1
Density of Liquid at 77°F. (Ib/ft%) 56.1 89.52
Viscosity of Liquid at T7°F. 54.9 x 1070 26.9 x 10°°
(lb/ft/seq)
Vapor Pressure at 7°F. (psia) 2.75 17,7
Critical Temperature, calc, Op 634 316.8
Critical Pressure, calc. (psia) 1686 1469
Heat of Vaporization, calc. (BTU/lb) 425.8 178.1
Heat of Formation at 7T7°F., 507.35 45,13
calc, (BTU/Lb)
Specific Heat at 770F., cale. 0.694 0.271
(BTU/Lb)
0

Thermal Conductivity at 77 F., calc, 0,151 0.0717
(BTU/Ft/Hr

*Aerozine-50 is a 50-50 mixture of unsymmetrical dimethyl hydrazine
and hydrazine,
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TABLE 6A-III
PHYSICAL AND THERMODYNAMIC PROPERTIES OF
HYDROGEN AND OXYGEN

Hydrogeln* _Oxygen
Atomic Weight 1.008 16.000
Molecular Weight 2,016 32.000
Melting Point (°R at 14.7 psia) 25.1 98.6
Boiling Point (°R at 14.7 psia) 36.17 162.3
Critical Temperature (°R) 59.38 278,92
Critical Pressure (Atm)_ - 12,77 50.14
Critical Density (Ib/ft°) 1.90 26.8
- Gas Density NTP (Ib/ft%) 0.0052 0.0827
Liquid Density (1b/ft3) 4.317 | 71.3
Solid Density (1b/ft°) 5.0 @25°R 85.65 @ 98.1°R
Viscosity of Liquid { Centipoise) .0139 @ 36.4°R
Liquid Specific Heat, C,, (Btu/tZ-°R  2.34 @ 36°R 0.405 @ 162°R
Gas Spe(:lflc Heat
(Btu/-2Z -SR) @ 540POR & 14.7 psia  3.420 0.2199
Ratio of Specific Heats, (Cp/Cy)
@ 540°R & 14.7 psia 1.405 1,396
Gas Constant, R (ft 1b/1b-°R) 767.0 48,32
Thermal Conduct1v1ty 681 @ 36°R 0.00496 @ 162°R
(Btu/ft-hr-°R)
Heat of Vaporization (Btu/Lb.) 193 @ 36.7°R 91.26 @ 162.3°R
Heat of Fusion (Btu/Lb.) 25,2 5.98

*Values ngen are for equilibrium hydrogen, i.e., essentially parahydrogen
at 36.7R and normal hydrogen at room temperature.
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APPENDIX 6B
ENGINE SYSTEMS PARAMETRIC DATA

1.0 GENERAL

The purpose of this phase of the study was to establish engine
systems parametric data consistent with the state of the art for the pre-
dicted time period of the LEM. These data were established based on in-
formation supplied by the engine manufacturers. Parametric data were
developed only for the propellant combinations as selected in Appendix 6A.
These were (a) nitrogen tetraoxide and Aerozine 50 (earth storable) and
(b) liquid oxygen and liquid hydrogen (cryogenic).

Engine systems are defined as thrust chamber, pump, chamber
accessories, and the components of the propellant flow system leading from
the tankage. The propellant flow system is not ordinarily included in engine
systems, but was so defined here to combine all components which are
dependent on the thrust level. The specific data presented in this section are
weight, performance, and thrust chamber dimensions.

2.0 SYSTEM WEIGHT DATA

The weight data have been organized by the functions listed below:

Thrust chambers
Pump and pump drive
Accessories
Propellant flow system
Engine systems

® R0 T

This organization facilitated the synthesis of various possible
engine concepts. The data presented herein are only a portion of that reviewed
during the study, however, it does cover the spectrum of systems which proved
to be practical for this application. The final build-up of data into engine
systems is presented as it was used to synthesize propulsion systems through-
out the study.

2.1 Ablative Thrust Chambers

The ablative thrust chamber weight data obtained from the various
engine manufacturers varied quite widely. Figure 6B-1 presents an envelope
of data received from five companies for engines with identical characteristics.
Because of this wide spread and the general lack of development experience,
it was decided to use the higher weight values throughout this study.

Summary plots of the ablative thrust chamber weights selected
for use in the study are presented in Figure 6B-2, The data were developed
for chamber pressures of 100 and 150 psia. Chambers designed for pressures
lower than 100 psia were not considered because of their large size and
possible problems with structural rigidity. The concensus of manufacturers
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regarding high chamber pressures indicated that 200 psia would be marginal
relative to state -of the art on ablatives. Therefore, it was decided to assure
the chamber development feasibility by limiting the consideration to chamber
pressures of 100 to 150 psia.

The chamber data are presented for a nominal design burning
time of 600 seconds. Weights for other burning times can be obtained by
adjusting the chamber weight using Figure 6B-3.

2.2 Regenerative Thrust Chambers

Regenerative thrust chamber welghts were recelved from several
sources and compared. In addition these welghts were compared with data
from engine systems already developed. The data presented in Figures 6B-4
and 6B-5 were very consistent from all sources as might be expected consid-
ering the large amount of experience in the industry. These data include
both storable and cryogenic propellants.

The design chamber pressures of 100 and 300 psia were selected
for this study. The lower pressure was selected as representative of a
system designed for pressure feed, and the higher pressure as representative
of a pump fed system.

2.3 Propellant Pumps and Drive

Cryogenic pump weight data presented are based on the RL-10 engine
design. These data are presented in Figure 6B-6 and represent the expander
cycle system,

Pump data for earth storable propellants is not presented, since
the data received from the engine manufacturers were not sufficiently con-~
sistent to be considered reliable. Furthermore, pump fed storable propel-
lant gystems are not considered to be current state of the art and were there-
fore not evaluated in this study.

2.4 Engine Accessories

The engine accessory weights are presented in Figure 6B-7 for pump
fed and pressure fed engine systems, It was necessary to distinguish between
pump and pressure fed engine systems because the accessory weights are
significantly different. They include, as applicable;

a.. Propellant lines and valving

b. Pump drive exhaust ducting.

¢. Ignition

d. Controls and electrical connections

2.5 Propellant Flow System

Propedlant flow system weights are presented in Figure 6B-8.
The data presented include;

6B-4
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L

Propellant feed lines and insulation

a.a

b. Valves

c. Filters

d. Sensing devices
e, Connections

: The values presented are nominal because there can be consider-
able variation in line length, component weights, etc¢., depending on the
vehicle arrangement and the system concept. The weights shown are con-
sidered conservative for earth storable feed systems and unconservative
for cryogenic systems where line sizes and components are large. The
values are used only for generating parametric systems. Final system
weight determination requires detail weight evaluation of these components.

2.6 Systems

The weights for the engine systems, given the most detailed con-

sideration in subsequent study work, were assembled from the above com-
ponent data. These weights are presented for one and three thrust chamber

pressure fed engine configurations using earth storable propellant in
Figure 6B-9. Data is presented for cryogenic pump fed systems in Figure
6B-10 and cryogenic pressure fed systems in Figure 6B-11.

3.0 PERFORMANCE DATA

3.1 Earth Storable Engine Performance

The theoretical propellant specific impulse and the selected
engine design specific impulse are shown on Figure 6B-12 for earth storable
propellants. The ratio of design to theoretical is 0.945 at the mixture ratio
for maximum performance. Test data have been obtained in some cases
which show ratios as high as 0.98. Thus, it is felt that the performance
data used in this study are conservative. A design mixture ratio of 2,0 was
selected for maximum performance and yields a specific impulse of 320
with a nozzle area ratio of 40. :

The throttled performance of {ixed and variable injector chambers
is shown on Figure 6B-13 as a percent of design specific impulse.

The fixed injector performance levels represent the judgement and
experience of the engine manufacturers in developing low pressure drop in-
Jectors which maintain stable combustion. It was determined that injector
pressure drops as low as 6 psi would give the performance shown at the
maximum throttle ratio of seven. This could only be true, however, if the
total of chamber pressure and injector pressure drop was held to a value
somewhat above the vapor pressure of the propellants at their injection tem-
peratures. High throttle ratios then dictate high injection pressures at full
thrust, and a throttle ratio of seven was considered a practical maximum
for consideration in this study. Care was taken in the study not to exceed
these limitations.

6B-11
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Variable injectors are still in the experimental stage. It
was difficult to ascertain what performance characteristics might accompany
a successful design. However, data from several experimental configura-
tions were examined and a probable performance trend was estimated.

3.2 Cryogenic Engine Performance

The theoretical and engine design specific impulses are
shown in Figure 6B-14 for various mixture ratios. The design curve marked
"initial"' shows the performance used in the preliminary studies. This was
determined to be too conservative from RL-10 engine data and the "final"
study evaluation was done using the upper curve. A mixture ratio of 5 was
selected as a good compromise and gives a design specific impulse of 430.
Higher mixture ratios would have been desirable to reduce system weight
and size. However, fuel cooling is used in regenerative chambers and
higher mixture ratios create a difficult cooling problem.

The throttled performance for a regenerative thrust chamber
is shown in Figure 6B-15. The data came directly from experience with the
RL-10 engine. Throttling performance for a non-regenerative chamber could
not be established. Injection problems associated with both oxygen and
hydrogen at their fluid temperatures have not been explored sufficiently to
establish the throttling capability. '

4.0 THRUST CHAMBER DIMENSIONS
4.1 Ablative Thrust Chambers

The thrust chamber dimensions used in LEM vehicle design
studies are presented as Figures 6B-16, 6B-17 and 6B-18, These data,
obtained from engine manufacturers, showed good agreement and are con-
sistent with the thrust chamber weights presented in this Section.

4,2 Regenerative Thrust Chambers

(a) Pump Feed

Pratt and Whitney thrust chamber dimensions for the
RL-10 were used in all cryogenic pump fed regenerative sysiem design studies.
This was done because a review of the development potential indicated that
only modifications to the RL-10 could be developed within the LEMtime period.
This being the case the engine dimensions would not significantly change within
the thrust range under consideration.

(b) Pressure Feed

The ablative thrust chamber dimensions presented above
were used in vehicle design studies involving pressure fed regenerative thrust.
chambers. These dimensions are applicable since the only difference in the
two types of chambers is that an ablative combustion chamber is slightly larger
than a regenerative chamber. Hence, the dimensions used for regenerative
pressure fed thrust chambers were conservative.

ZEATEY UEERYT 4k
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APPENDIX 6C

PROPELLANT STORAGE AND PRESSURIZATION

1.0 GENERAL

This appendix presents a summary of the LEM studies on pro-
pellant storage and pressurization. The objective of these studies was to
examine potential storage and pressurization systems and to select the most
practical system for the LEM. Since the propellant combination was a var-
iable in the study, both cryogenic and storable propellants were considered,
The cryogenic propellant combination studied was liquid oxygen and liquid
hydrogen and the storable propellant combination studied was nitrogen tetro-
xide (N904) and Aerozine~50, The selection criteria used for evaluating
potential storage and pressurization systems for these propellants are listed
pelow in the order of importance assigned:

a) Reliability

bg Development status

c) Weight

d) Configuration (shape and size)

The evaluation of propellant storage and pressurization systems
for the LEM was accomplished by examining the three major design con-
siderations separately. These three major considerations are:

a; Propellant tanks and tank supports
b) Propellant thermal protection
¢) Propellant tank pressurization

These three areas are c_onsidered separately in the following paragraphs,
2.0 PROPELLANT TANKS AND TANK SUPPORTS

The basic requirement of the propellant tankage is to contain
and support that quantity of propellant necessary to accomplish the mission.
The propellant quantity required comprises approximately 80 to 90 per cent
of the total propulsion system weight. Therefore, the tankage configuration
is an important design consideration from the standpoint of overall propul-
sion system weight.

The major problems associated with determining a minimum
weight combination of propeliant tanks and supports are: (1) choice of mate-
rials which are compatible with the selected propellants and (2) determina-
tion of the best shape, size, and number of tanks. A detailed analysis of
these two problems is presented in the Vehicle Structure Section (Section 2,
Volume IT). A summary of the method of approach and important conclusions
is presented below.

The initial step in establishing a recommended tank design is to
se_lect materials that are compatible with the chosen propellants and are
suitable from the manufacturing standpoint. The possible materials must

B T - i TS
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hen be evaluated to determine the material which results in the minimum
:veeight tankage system. Based on this type evaluation the following materials

were selected for the LEM:

Propellant Tank Material

Liquid oxygen 2219 aluminum
Liquid hydrogen 5 Al - 2,5 8n titanium
Aerozine=50 g Al - 4V titanium
N204 8 Al - 4V titanium

After selecting the tank materials a study was required to establish the most
desirable shape, size, and number of tanks, Major considerations included
in this study are; ,

Minimum gage required for fabrication
Micrometeoroid protection

Overall vehicle design requirements

Maximum propellant utilization

Hydrostatic pressures induced by earth boost

Tank operating pressures

) Balfling required to control propellant slosh and swirl

GG

As a result of the analysis of the above problems (Section 2,0
Y?hénlx)e P)’ a humber of pertinent conclusions were drawn. These are tabu-
lated below.

{a) At least two fuel and two oxidizer tanks will be required.
This arrangement permits propulsion system staging, provides a low ve-
hicle length to dilameter ratio and reduces the C. . control problem,

) Spherical tanks provide the minimum weight tankage con-
figuration for storable propellants, Cylindrical tanks are lighter for cryo-
genic propellants because spherical hydrogen tanks will not fit within the
C-5 fairing envelope without producing a significant increase in falring
welght, TIf cylindrical hydrogen tanks are used, the resulting tank support
structural requirements makercylindrical oxygen tanks also desirable.

(c) The minimum material thickness required for fabrication
is t:{lual to or greater than the thickness required for mierometerold pro-
ection,

(d) The hydrostatic pressure induced by earth boost may be
neglected, This is permissible since the hydrostatic pressure is signifi-
cantly lower than the pressure required for propellant feed.

The cryogenic and storable propellant storage system welghts

(tanks, supports and insulation) are presented in Figures 6C-1 and 6C~2
a function of propellant wetght.) d gures 6C-1 and 6C-2 as

8.0 PROPELLANT THERMAL PROTECTION

The LEM propellants must be loaded prior to earth la nch and
must remain stored until used during lunar descegt and lunar laun%h. Trllle

6C-2
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maximum translunar flight duration is estimated to be 80 hours. The ap-
proximate total storage times for the recommended LEM mission capabilities
are shown in the table below. :

1 Day 2 Days T Days
(Cold Side) (Hot Side) (Cold Side)
Descent Stage Tanks 80 80 80
Ascent Stage Tanks 104 128 240
Reaction Control Tanks 104 128 240

The two critical environment conditions which occur during these
storage periods are the maximum heating and the maximum cooling condi-
fions. The maximum heating conditions occur during either translunar flight
with the tanks solar oriented or lunar rest on the hot side of the moon. The
maximum cooling conditions occur during either the translunar flight with
the tanks oriented to deep space or on the cold side of the lunar surface.

The heat input during earth launch is of short duration and the tanks are pro-
tected during this period by the C-5 fairing. Heat inputs from the LEM ex-
haust plume and through conduction paths to the engine were estimated and
found to be insignificant due to the short exposure times,

The LEM tankage requires thermal protection in order to main-
tain the propellant temperatures within allowable limits during storage.
Storage of liquid hydrogen and liquid oxygen in the space environment poses
the problem of reducing the heat leakage into the tankage. With these pro-
pellants, low heating rates are necessary to prevent excessively low pro-
peilant density and to maintain low propellant vapor pressure. Storage of
propellants such as nitrogen tetroxide and Aerozine-50 poses the dual prob-
lem of maintaining sufficiently low temperatures to prevent excessive pro-
pellant vapor pressures as well as maintaining sufficiently high temperatures
to prevent propellant freezing. The storage limits of these propellants are
shown in the following table.

Propellant Storage Temperatures
NoOg 40 to 1200F
Aerozine-50 40 to 120°F

Liquid Hp -425 to -4159F
Liquid 09 -298 to -2720F

The analysis of thermal protection methods for these two pro-
pellant combinations are summarized separately in the following paragraphs.

Storable Propellants

The only two thermal protection methods considered for storable
propellants during this study were: (a) thermal control coatings and (b) in-
sulation. Evaluation of these methods is accomplished for the fuel (Aero-
zine-50) and the conclusions are then applied to the oxidizer (N204). This
is done since the thermal properties of N204 are sufficiently similar to those
of Aerozine-50 to make the evaluation representative of both propellants,

6C-5



Figure 6C-3 opresents a temperature-time history of gold coated,
non-insulated, Aerozine-50 propellant tanks for the extreme cold condition,
From Figure 6C-3 it can be seen that pre-conditioning to 709F prior to earth
launch and gold coating are sufficlent protection for the descent propulsion
tanks (approximately 2500 lbs, of Aerozine-50 ﬁgr tank and approximately
5000 lbs. of NpOy4 per tank). Due to the large thermal mass in these tanks
the gold coating ?s more than adequate to maintain the propellant tempera-
ture drop within limits for the 80-hour translunar flight. The ascent tanks
will require approximately 850 1bs, of Aerozine-50 per tank and 1700 lbs,

of NgQy per tank. Figure 6C-3 0shn:uws that for a 24-hour lunar cold side
mission, pre-conditioning to 70F and gold coating are not satlsfactory for
these tanks. Therefore, some insulation is required. The reaction control
tanks contain a relativeiy small mass of propellant (115 lbs. of Aerozine-50
and 230 lbs. of NgOy4) and will also require insulation,

Figure 6C-4 shows the propellant temperatures after 240 hours
of exposure to the extreme cold condition for gold coated tanks with various
‘thicknesses of multi-layer radiation shield insulation, The minimum thick-
ness of this type insulation from an installation standpoint is approximately
0.10 inches. From Figure 6C-4, it is apparent that this minimum thickness
of insulation is sufficient to maintain the reaction control tanks and the ascent
propulsion tanks within limits for a 7-day lunar cold side mission.

Figure 6C-56 shows the propellant temperature increase for a
gold coated non-insulated tank exposed to the condition of maximum heating
during the translunar flight (i.e., tank oriented toward the sun), From this
figure, it is apparent that the descent tank temperatures are satigfactory
without insulation. Figure 6C-6 shows propellant temperature-time histories
for gold coated tanks incorporating 0.1 inches of super-insulation exposed to
the maximum heating during the translunar flight and to the lunar hot side
environment, This curve shows that 0.1 inches of super-insulation is suffi-
clent for maintaining the temperature of the ascent and reaction control pro-
pellant tanks within limits for a 2-day lunar hot side mission.

In view of the above analysis the following thermal protection is
recommended for the LEM storable propellant tanks:

Descent Tanks ‘ Gold Coating Only
Ascent and Reaction 0.1 inches of super-
Control Tanks insulation with a low

emissivity surface

The above thermal protection will maintain suitable temperatures for storable
propellants during the recommended LEM misgsion. Since the maximum condi-
tions used in the above analyses are not expected to occur on any one mission,
the recommended thermal protection methods are conservative,

Cryogenic Propellants

The extremelg low temperatures of cryogenic propellants makes
use of insulated tanks mandatory. In addition, heat leakage through lines and
supports must be minimized, In order to obtain the lowest propellant storage
gystem weight, trade studies between the thermal protection weight and the
total tankage weight are required, The method of approach and significant
conclusions for these trade studies are summarized below,

6C-68



80T T T T T T T

100 LBS. PROPELLANT -

70L

7175500 LBS. PROPELLANT I
1000 LBS. PROPELLANT +:

= 2500 LBS. PROPELLANT _{

NOTES:

¢=.05
o= .15

2) MAXIMUM COOLING CONDI|TIONS

{TRANSLUNAR AND LUNAR COLD

60}

3) PROPELLANT — AEROZINE-50,

4) MAXIMUM MiSSION DURATION

80 HRS. TRANSLUNAR ONLY

=T 1) GOLD COATED SPHERICAL TANKS ]

SIDE) N
MINIMUM ALLOWABLE TEMP. = 40°F }

: 240 HRS. TOTAL MISSION 1
_5) THERMALLY THIN TANK WALL .

PROPELLANT FINAL TEMPERATURE (°F)

50 i

g0l i

: \ AN 5";‘(‘;;‘

Figure 6€=3

| TN
60 80

100
MiS5ION DURATION (HOURS)

STORABLE PROPELLANT COOLING RATE (NON-INSULATED TANKS)



.30

.20

INSULATION THICKNESS (INCHES)

.10

: ST oy St g] SIN It pRpeR aTrye Sy En Y b s e e3a
== S e e i e e =
ey sal; T = ST = EArgs Eactansiia kuary SRRAL PR En ARRSH Rudust fonms bunlm ¥ T mr_.@tnw.w. }
= SR Z 3 b S e N = s ia:
STy HHBl <sEmih Z g ob =z S R BN
T ; Lark3 90 g SRk S ad a i 1TTT T o
i ; drph 4ﬂ_mLmL414x w9 Passsetins Sasi i H
Eeyesy: S W e IR wvi W 3t Eeasasiae fanta raasd b =z
SESten oo SRR s 2 &2 Zu < 5 e s
St 5 - =ity M T Onln. D LR I T T g
o L!....O, H Pm T T HIZE NN Pl IEamr RSy SpRRAFR! 5
dnh Ao el O SR oo OS5 HE et ity
S s A EH O e nes S<&> 0O~ 52 i o 1] i1
PR = w3z ot 0L I3 LETSGD ik =27
H— X | [ F v F =wAAKNN _T ian: .}"M.jur.
T o | Ht m o = e ] H
; o TMLLI.T. FM—Lm —EMLA Fems =, Ruuﬁﬂ
‘ S o Fxbl-9% =E FEr e oo T :
— T X pink w " ~ I A il T
I T r L% 2 EAEL = - e = =
_ wy CHZUSWEE I 0 =
an F L = - s H
: 3t + E<o T UE S S =+
AP | SLELIUSS T + s - ¥
i ani X ; _ ARMN - T
: s R L @R W= <0 — _
is S A s Uk Iy FHO L O =350 r w :
= T - pon | AT AW X 20 a L 70 : <3 T
= = A-wWEzEaZ£25=20 =5 22
: Serm <a : S S
- TY T TS - : =] =
1 H T T T ¥
: : B e <
i ik exli i B e et
! h Ty : T HH =
e T i ! w_“?_vi SamaRas ”_, T” m
e s a R i o w
SN R RS 55 §ouey rhanetans fage g ea s 2
S = s seatt L IErRaal Lasev iy St 40 F
e i Hebrpe e 2 ia e =hE
= 5 PR SRR pt ek
_— T T : q.. Mw_w“r,ﬂﬂ = Tﬁ. u.,Lm m\ _-_
— iy O REEh e T H T . T e
U= T EINCE R Sesqiest oA £ =t
Mo NoC Tt o s 7 AR IRFE AR :
«f T 5 Saga i eba T b “ TH ]
v B g s uq i ! Serremews hi nt 1 AW AR e
4= sEuee St e HHH i HHHT B i
A ﬁ - g Sty T e - : bor. A N EA
- raia j¥Ray dme T : SosiEnn . is2ian ]
Sm s : jEaasion = 5
=z f asmees 1 T ; { CHHH
=y e n 28 Sacapaiues X e emesyosensnans eag v
3 = Ipmebroe 4 I e HE
1 Ho Resanan: = T e
E IEmaie Sy SRS
. Zhh o = A , e
25 pEs L E——— e R it
o 1] LEEY wwh L T i T T +H S o h._r T TH sasue
M T L L I | I T ﬂm
[=] [=]

{do) FANLYYIIWIL TVYNIJ LNVI13d0¥d

STORABLE PROPELLANT INSULATION REQUIREMENTS

Figure 6C-4

6C-8



[ T S

NOTES: .
1) GOLD COATED SPHERICAL TANKS
e=.05
«=,15
2} MAXIMUM HEATING COMDITIONS
3) 2500 LBS PROPELLANT — AEROZINE-50,
MAXIMUM ALLOWABLE TEMPERATURE =
120°F ‘
4) THERMALLY THIN TANK WALL

e

O
[ =4

(]
f]

i o

i
o

PROPELLANT FINAL TEMPERATURE (°F})

Al

Figure 6C-5

20 40 . 60 80 100 120
MISSION DURATION (HOURS)

STORABLE PROPELLANT HEATING RATE (NON-INSULATED TANKS)




01-09

FINAL PROPELLANT TEMPERATURE (°F)

2

70;

80§

s = e T T Srassis st ffaszatsaessmacen -
e = == = Ao i S
HE EEREE e e e e fifna
i?‘ T ;F {‘:{ i J! 7:'%--?—- H_‘: it:: :ll' '*j*rf mE wan ApsiiiusngauRe : e
R NOTES:
1} .10 INCHES MULTILAYER INSULATION s e il
2) MAXIMUM HEATING CONDITIONS g
5 3) SPHERICAL TANKS AR RCER saRRa R ‘
X 4) PROPELLANT — AEROZINE-50 Enii e S e R
S 5) MAXIMUM ALLOWARL E TEMPERATURE = 120 °F HEtiE 00 LBS PROPELLANT!
‘ﬁf“! 6) GOLD COATED INSUL AT ION SURFACE ot g sean ot I ‘_‘__d;*:-:::;::_-::"i-:
, 5 S i = l1000 LBS PROPELLANT
‘::;_5335?* S %ﬂ?i’t SaipEbuRRisauens ,"""_ ,ﬁi besafiond auiiEEEpppaas H1H HH
3 T‘.‘-i 18 _4-‘,_.;_!_‘_ w.r P T T H
S e
e S e
FhH = TR EmEwa muE :
T u ST T
S e R T piptcataii i i
s £ H=H MAXIMUM LUNAR HOT i
L e SIDE RESIDENCE & i
e s i R e e e R

2 40 60 8 100 120 140 160
MISSION DURATION (HOURS)

Figure 6C~6 STORABLE PROPELLANT HEATING RATE (INSULATED TANKS)




The first step in the cryogenic propellant thermal protection
trade studies was to determine the range of tank heat inputs for a typical
LEM mission. The primary heat paths considered were propellant lines,
supports and walls. This investigation showed that the major heat leakage
to the tanks is throagh the insulated walls.

The tank weight increase for the above range of heat inputs was
then established. This increase occurs because of the higher propellant
vapor pressures and lower propellant densities resulting from the increased
propellant temperatures. Next, a design point for mission heat input was
determined. This design point corresponds to the lowest combination of
tank and insulation weight. The tank was considered to be non-vented (i.e.,
no boil-off). Use of a vented system for the relatively short LEM mission
duration was found to be undesirable from a weight standpoint.

Finally the thickness of multi-layer radiation shield insulation
was determined for the selected heat input design point. This thickness was
then doubled to account for the potential effects of stratification. Figure
6C-7 presents the resulting storage system weight (tank support and insula-
tion as a function of propeliant quantity). .

As a result of the above analysis the recommended thermal con-
trol system for LEM cryogenic propellants is multi-layer radiation shield
insulation and a non-vented tank.

4,0 PROPELLANT TANK PRESSURIZATION

The pressurization system provides the driving force required
to transport the propellants from the storage tanks to the engine pumps for
pump fed engines and to the engine combustion chamber for pressure fed
engines. For the LEM, the pressurization system must include provisions
to accomplish the following specific requirements:

(a) Provide a relatively constant feed pressure for approximately
700 to 1000 seconds of engine operation .

éb; Provide capability for 2 to 5 engine starts

¢) Provide provisions for engine throttling

The following types of pressurization systems were considered
for meeting the above LEM requirements;

High pressure stored gas
Hot gas generator
Vaporized propellant
Main tank injection

oo N

The first step in evaluating these systems was to eliminate the
complex methods requiring extensive development. On this basis the hot
gas generator and main tank injection methods were removed from considera-
tion. Hot gas generators are relatively complex, requiring, in elfect, a
small throttleable liquid or solid propulsion system capable of multiple re-
starts and a system for cooling and filtering the exhaust gases prior to in-
jection into the propellant tanks. The method of main tank injection involves

BrhILY vD LB E®NF
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cross-feeding small quantities of hypergolic propellants (i.e., fuel into
oxidizer tank and vice versa) in order to produce hot, high pressure com- _
bustion gases [or pressurization. This method has not been developed suffi-
ciently to prove actual feasibility or to establish per{ormance.

The major factor affecting the feasibility of the vaporized pro-
pellant method is the required heating rates. For a 15, 000 1b thrust engine
the required heating rate exceeds 100, 000 BTU/hr for either a cryogenic or
a storable propellant system. For the LEM, the only feasible method to
obtain such a high heating rate is to use a regeneratively cooled engine. A
regeneratively cooled engine using storable propellants appears undesirable
due to development problems. (Reference Paragraph 6.3). Regeneratively
cooled cryogenic engines are being developed, however, the integration of
this cooling method with the pressurization system has not been accomplished
and would require considerable development. In addition, extensive plumbing
problems and control complexity would result if this method were used with a
multiple engine configuration. Therefore, the vaporized propellant method
was eliminated due to complexity and development requirements.

High pressure stored gas pressurization systems have been used
extensively and require almost no additional development. In addition, the

stored gas method is relatively simple, provides high reliability, and meets
all the requirements of the LEM propulsion system. The stored gas systems
presently in use employ nitrogen and helium as the pressurant. Since
pressurization of the propellant tanks requires a given volume of gas at a given
pressure, the storage volumes of the two gases are the same (neglectin
complexibility effects and assuming the storage pressures are the same%.
Therefore, the only significant difference in weight between the two systems

is the weight of the required quantity of gas. Since nitrogen is approximately

7 times more dense than helium, the helium system was selected.

A brief investigation was conducted to determine the advantages
obtained by heating the helium gas. For a 15,000 pound thrust engine, 4 heat-
ing rate of approximately 100, 000 BTU/ver hour is required in order to pro-
vide 200°F helium at the propellant tanks. However, as previously noted,
there appears to be no suitable method to supply heat at this rate. Therefore,
the system that best satisfies the LEM requirements is an unheated helium
system employing high pressure storage.

Figures 6C-8 and 6C-9 show the estimated weight of this type sys-
tem for cryogenic and storable propellants, respectively. The curves are
based on use of a 3000 psia spherical titanium storage tank. For comparison
purposes, the weight of a heated helium system is also presented.

5.0 gRgPELLANT STORAGE AND PRESSURIZATION SUMMARY
URVES

Figures 6C-10 and 6C-11 present the total weights of complete
storage and pressurization systems for cryogenic and storable propellants,
respectively, The weights include tanks, tank supports, thermal protection
required and the pressurization system. The weight presented by these two
curves were used to establish the LEM propulsion system weight,
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APPENDIX 6D

ROCKET ENGINE COMPONENTS

1.0 GENERAL

The purpose of this appendix is to define the development
status of the major components of the engine system and to indicate their
influence in the selection of the propulsion system concept.

2.0 : ENGINE FEED SYSTEM

Both pump feed and pressure feed propellant systems were
considered during this study. The considerations given to each are present-
ed in the following paragraphs.

(a) Pump Feed System - The major advantage of a pump feed
system is the abilify to operate al high chamber pressures. This results in
a decrease in thrust chamber size and weight. In addition, a pump feed system
allows a lower tank pressure which reduces the propellant system weight.
The above weight savings must be balanced against the weight of the pump.
The disadvantages of a pump feed system are:

1; System complexity
2) Reliability associated with rotating machinery
3) Disposal or handling of residual propellant during

engine off periods
(4) Slow response time for start and throttling opera-
tions
(5) Pump cool down problem (cryogenic propellants)

The concensus of manufacturers indicated that development of a new pump feed
engine system requires a minimum of 24 months to acquire preliminary flight
rating. Therefore, it was necessary to limit consideration of this type system
to existing developments. For earth storable propellants, no existing develop-
ments were found which could be modified to provide for throttling. Current
development of pump feed systems with cryogenic propellants is limited to the
RL-10 engine,

(b) Pressure Feed System - A pressure feed system is consider-
ed to be more reliable than a pumpTeed system due to simplicity, Also, the
development time for a pressure feed system is considerably reduced over a
pump feed system, The consensus of engine manufacturers is that the develop-
ment time for a pressure feed system will be less than 18 months. The exact
development time depends on the chamber cooling method employed. The
lesser development time for pressure feed systems is realized because of the
less critical temperature control, simplified starting techniques, simplified
control system, and minimized residual propellant handling problems. How-
ever, the pressure feed system penalizes the over-all propulsion system due
to its larger engine size and its higher over-all weight,

3.0 CHAMBER COOLING METHODS

Three general methods of chamber cooling are: radiative
regenerative, and ablative. In addition, combinations of the above methods
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require consideration due to the apparent weight saving to bg realized. )
These combinations consist of ablative or regenerative cooling of combustion
¢hambers with radiatively cooled skirts.,

A. Radiation Cooling

Radiation cooling has been employed on small rocket engines
operating intermittently. Recent tests have been conducted on larger chambers
with full radiation cooling. However, material problems have limited success-
ful operation to engines with low chamber pressures. These engines are not
considered to be sufficiently developed for use on the LEM,

Radiation cooled skirts have been proposed for employment on
ablative chambers. Initially, this combination appeared to offer a weight
saving. However, detailed evaluation shows that the weight of the connection
flanges will probably offset much of the weight savings in the skirt. In
addition, the problem of cooling the skirt in multiple installations (i.e., cluster-
ed skirts radiating to each other ) is still to be solved. Serious vehicle in-
stallation problems must be solved in order to use engines with radiation
cooled skirts on the LEM. These problems are: (1) radiative heating of other
systems in the vehicle and (2) susceptibility to damage from debris, micro-
meteoroids, and operational accidents,

In view of these problems, it was concluded that radiation cooled
nozzle skirts should not be considered for the LEM,

B. Regenerative Cooling

Regenerative cooling has more development background than any
other rocket engine cooling method. All current liquid propellant engines employ
this method of cooling. Design and quality control techniques have been thorough-
ly developed for this cooling method. Radiant heat and chamber size are
minimized with regeneratively cooled engines. This cooling method provides an
engine with a characteristic long life due to the low operating temperature of
the materials.

(1) Cryogenic Application

A cryogenic thrust chamber can be adequately cooled by
the regenerative method using the high heat capacity of the hydrogen fuel. This
type of chamber cooling for a cryogenic engine is considered acceptable for the
LEM. However, the development time {or a new design would be 18 to 24 months
which would be marginal in meeting the LEM schedule. The long time for
development is associated with the lead time required to design and fabricate
the chambers. Thus, it was considered advisaple to limit the consideration of
this type chamber to existing developments.

(2) Earth Storable Application

Many successful applications of regenerative cooling have
been accomplished with earth storable propellants., However, the cooling
capacity of the propellants has: always been a development problem
particularly with small engine sizes,” The oxidizers, which have been compounds
of nitric acids or nitrous oxides have not been successfully used as coolants
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because of low heat capacity and low vapor pressures. The fuel is acceptable
as a coolant, but is marginal in capacity because of the 2 to 1 mixture ratios
or better which are necessary for acceptable performance. The limited
capacity of the fuel has lead to delicate design problems and high cooling
jacket and chamber pressures in order to eliminate coking and sludging in the
coolant passages and to avoid vaporization in the injectors. Considering

the throttling required in the LOR mission it is feit that a solution to the
cooling problem would require significantly more time than is available for
development.

A novel approach was reviewed which employed a combina~
tion of cooling techniques now being developed for the Surveyor vehicle. The
concept is loosely referred to as ‘regenerative cooling’ but actually uses the
regenerative principle only to cool the combustion chamber and assist with
nozzle throat cooling. The nozzle throat is made of a high temperature
ceramic. The nozzle beyond the throat employs radiation cooling. While this
approach isof interest, it presents several problems when considered for
the LEM application. These are;

(a) Multiple starts resulting in heating and cooling of
the throat.

(b) Jacket purging and propellant freezing between operat-
ing cycles.

(c) Vehicle design as affected by the high radiant heat

from the nozzle,

C. Ablation Cooling

Ablation cooled engines are relatively new in the propulsion field,
However, they offer the unique advantages of a simplified chamber with a
minimum of external radiant heat. Ablative chambers have been operated in
experimental facilities satisfactorily for periods up to 400 seconds at thrust
levels of 5000 to 8000 lbs. at sea level. Several such engines are under
current development. At least one engine in the 2000 b, thrust class is near-
ing completion of its Pre-Flight Rating Test. Several other engine programs,
such as the Apollo Service Module engine and the Gemini and Apollo Reaction
Control, will significantly improve the state of the art relative to ablation
cooled engines. The ablation rates are sensitive to heat flux and flow charact-
eristics and therefore dependent upon injector and chamber design, Although
inherently heavy, these ablation cooled engines are of very simple, rugged
design, and are the least susceptible to external damage. Therefore, ablative
cooled engines are recommended for the LEM,

4.0 ENGINE INJECTOR TECHNIQUE

Both fixed and variable area injectors were considered in this
study. Consideration was given on the basis of anticipated throttling require-
ments for the main propulsion system up to approximately 10 to 1, Because
throttling with both injector types involves dynamic components, detailed
evaluations of both design approaches were accomplished,

The fixed area injector has been used on all liquid propellant
rocket engines developed to date. Throttling has been accomplished with such
an injector by varying the flow rate of either or both propellants with upstream
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throttle valves. However, throttling for the LEM mission requires thrust
changes up to 10 to 1 depending on the vehicle thrust to weight ratio and
the number of thrust chambers utilized.

The problem associated with high throttling ratios using a
tfixed area injector and storable propellants is that the injector pressure
drop varies as the square of the flow rate (or the throttle ratio). The maxi-
mum value in each case depends on the minimum injector pressure drop
attainable. However, with a practical minimum injector drop the required
feed pressure for high throttle ratios becomes quite high with pressure fed
systems, This results in large tank and pressurant system weights. In
addition, a difficult injector design problem exists in providing an accept-
able spray pattern over a wide range of injector pressure drops.

A practical throttle ratio on the order of 4 to 1 has been demon-
strated with fixed area injectors. It has been estimated that a reasonable
maximum would be about 7 to 1. The minimum practical pressure drop across
the injector has been determined to be about 6 psia. With this low injector drop
a minimum chamber pressure has been determined experimentally in the range
of 20 psia to support stable combustion. Stable burning is a function of propel-
lant vapor pressure and can only be achieved when the total of injector pressure
drop and chamber pressure are greater than propellant vapor pressure. In all
instances in the study, a safety factor of 2 psia was used in establishing the
minimum feed pressure for any particular propellant temperature. An
example development of the application of fixed area injectors using storable
propellants is the Surveyor motor currently under development with a throttle
range of 3 to 1,

The technique of throttling cryogenic propellants with a fixed
injector is not as difficult as with earth storables provided the liquid hydro-
gen is heated in a regenerative chamber, In this case, the hydrogen can be
injected as a gas and the pressure drop square law does not apply. There-
fore cryogenic propellants can be throttled through a fixed injector with re-
latively minor difficulty as has been demonstrated with the RL-10 engine.
The problem of injecting unheated liquid oxygen and liquid hydrogen has not
been explored.

Variable area injectors are limited in state of the art develop-
ment and there is no flight experience to date. Almost every liquid rocket
manufacturer has some type of development program in this area, but all
readily agree that a probable 18 months experimental development effort
would be required to provide a design suitable for use in an engine develop-
ment program. Injector concepts vary from variable injector area arrange-
ments, to sleeve pistons varying the number of fixed area injector holes to
preheated gas injectors in which flow may be varied. In general, all appear to
have one outstanding disadvantage, that of warpage of moving parts in close
proximity to the extremely high temperatures in the injector region. There
are several systems scheduled to go into conceptual evaluation tests during
the summer and fall of 1962, but these systems are not adequately developed
for consideration in the LEM Program,



5.0 GIMBALING

Engine gimbaling is used for thrust vector control on a majority
of lHquid propellant booster and sustainer engines being used in current space
probes, The primary areas of concern relative to gimhal development are:
bearing surfaces and the possibility of space welding, {lexible lines for space
application, actuators and power supply. Brief investigations into vacuum
welding of the bearing surfaces indicate the problem can be resolved by using
digsimilar materials and non-lubricated bearing surfaces. Dual actuators
have been developed and are considered adequate for this application, It
appears that flexible feed line problems can be solved with current design
procedures, '

The power for actuation was investigated with the resulting re-
commendation that a hydraulic system be used, Electrical power requires
a large storage source for peak power loads and was therefore discarded in
the study. Pneumatic actuation does not provide adequate control., Hydraulic
power, on the other hand, provides maximum power requirements by use of
accumulators and proportional control through the use of valves.

6.0 - VALVES AND REGULATORS

: Valves and regulators of the type required for the LEM propul-
sion system are in use in many flight systems at the present time. Although
precise components may not be available as off-the-shelf items, space quali-
fied components are considered feasible within the LEM development schedule.
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APPENDIX 6F -
SAMPLE CALCULATIONS FOR PROPULSION SYSTEMS EVALUATION

1.0 SA{I\}I}%’ILEE CALCULATION - PRELIMINARY PROPULSION SYSTEM
ST

1,1 General

The objective of this section of Appendix 6E is to illustrate the
methods of analysis used in the generation of the data presented in Paragraph
6.3.1 (Figures 6-1 through 6-4). In general, the approach is a graphical
method of problem solution with basic energy and performance equations
used for development of the initial working curve. To illustrate the method
of analysis a sample problem is shown based upon the following propulsion
system and mission requirements.

(a) Propulsion System

o Thrust level - 5000 lbs,

o Single ablative thrust chamber

0o Pressure fed system

o Propellant - Nitrogen Tetroxide - Aerozeine 50

(b) Mission Requirements

o Descent velocity change - 6500 {ps

0 Ascent velocity change ~ 6850 fps

o Staging - landing gear and descent propellant tanks
staged on the lunar surface

The basic propulsion system and mission requirements are discussed in
more detail in Paragraph 6.3.1 with a detailed system description shown as
System 1 in Table 6-T11.

1.2 Method of Analysis

Using the following equations construct Figure 6E-1 for varying
velocity change, system mass fractions and specific impulse;

(a) Characteristic velocity equation

AV/1 (See Paragraph 3 for
SPE - wo/Wpg complete symbol list)

(b) Propulsion system performance equation
WT/WX =1 -/U-/{/LI(I-MF) - ]}

where: W, =initial LEM weight
WpBo = LEM weight after application of a given AV
AV - ideal velocity change
Isp = gpecific impulse

BE-1
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WT = total propulsion system weight
Wy = stage payload weight
MF = _Propellant weight Wp

propulsion system weight =W_E‘

The above equations relate the mission requirements to the type of propul-
sion system used in the vehicle, The arrows on Figure 6E-1 illustrate the
point used for the first stage of the chosen sample problem.

Figure 6E-2 is constructed by selecting varying propellant weights
and computing the mass fractions for the selected propulsion system at each
propellant weight. The propulsion system weights (thrust chamber, acces-
sories, propeliant tankage, etc.) are discussed in detail and presented in
parametric form as thrust dependent functions in Appendix 6B or as pro-
pellant weight functions in Appendix 6C,

Figure 6E-3 illustrates the data from Figure 6E-2 with stage pay-
load weights superimposed on the curve, These payload weight lines are
arrived at by selecting varying mass [ractions for a particular stage and
computing the corresponding propellant weights for the stage., The example
noted in Figure 6E-1 by the arrows for an Igp = 320 seconds and mass frac-
tion of 0,84 gives a ratio of propulsion system weight to payload weight of
1,26. The corresponding propulsion system weight for a 10, 000 lb. payload
is (1.26)(10,000) or 12,600 lbs. The resulting propellant weight is
{12, 600)(0. §4) or 10, 600 1bs. Several calculations such as this for varying
mass fractions and payload weights yields Figure 6E-3. Note that the point
where the payload line intersects the mass [raction curve is the mass frac-
tion, propellant weight and payload for the chosen 5, 000 lb, thrust system.

Figure 6E-4 is generated by choosing varying payload weights
from Figure 6E-3, and for the corresponding mass fractions and propellant
weights computing the initial stage vehicle weights (initial LEM weight for
Stage 1 and lunar launch weight for Stage 2). For example, for a first stage
payload weight of 10,000 lbs., the mass fraction is 0, 870 and the propellant
weight is 10,100 lbs. The propulsion system weight is then 10, 100/0, 870
or 11,600 lbs. The initial LEM weight for the particular payload and pro-
pulsion system is 11,600+ 10,000 or 21,600 lbs. (Figure 6E-4). The same
procedure will produce the curve consisting of second stage payload versus
lunar launch weight.

Figure 6E-5 is derived from use of the previously generated
curves, By selecting varying final stage payload weights and propellant
weights from Figure 6E-3 and reading the corresponding initial LEM weight
from Figure 6E-4 the lunar landed weight is the LEM weight minus the pro-
pellant weight. It follows that the lunar launch weight is the landed weight
minus the staged weight (landing gear and tankage for the example here),
The right hand portion of Figure 6E-4 yields the second stage payload (crew
station weight) for the various lunar launch weights, Figure 6E-5 may then
be plotted as crew station weight versus initial LEM weight,
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For the example system chosen and a first stage payload of 10,000
lbs., the propellant weight is 10, 100 lbs. (Figure 6E-3). From Figure :
6E-4 the initial LEM weight is 21, 600 lbs. The lunar landed weight is there-
fore 21,600 -~ 10, 160 or 11,500 lbs. The landing gear weight is 575 1bs. for
this particular landed weight and the propellant tankage is 357 lbs. By stag-
ing the gear and tanks the lunar lift off weight becomes 10,570 lbs. The crew
station weight is 4,500 1bs. (Figure 6E-4). Several selections such as the
one above were made to generate Figure 6E-5, )

While the sample problem chosen for illustration was for a parti-
cular mission and propulsion system, many variations of mission, staging
methods, and types of propulsion systems may be studied in parametric
form by the above methods. The results presented in Paragraph 6.3, 1
were obfained in this manner. : ‘

1.3 List of Symbols

A ~ Ratio of LEM initial weight to final weight
g - Gravitational constant = 32, 174 ft/sec?
MF - Ratio of propellant weight to propulsion system
weight
AV - Ideal velocity change
Wgo - LEM final weight after application of a given AV
W, - LEM initial weight

Propellant weight

&

€
-3

Total propulsion system weight

3
>

Stage payload weight
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2,0 SAMPLE CALCULATIONS - FINAL PROPULSION SYSTEM
PARAMETRIC STUDIES '

2.1 General

Final propulsion system parametric studies were accomplished
using the LEM gross weight as the basis of comparison, These siudies
differed from the preliminary evaluation studies in that:

a) The crew station weight was approximately defined.
b) A different reserve propellant philosophy was utilized,
c) Parametric ascent and descent trajectory data were utilized.

Equations which describe the LEM weight at various points in the
mission were derived to facilitate inclusion of the parametric trajectory
data.h The derivation of these equations is presented in the following para-
graphs,

2.2 Derivation of Equations

Ascent :

The weight of the vehicle at burnout (Wgp) may be written as:
WBo =Wcs + Wqp + Wpp, +Wgp, M)

where: W(g = crew station weight
Wap = Propulsion system thrust dependent weights

Wpp_ = ascent propulsion system propellant
dependent weights

WRPa = ascent unused reserve propellant

The vehicle burnout weight may also be written as:
Wpo = Wy/ e&Va/lgpe (2)
where: W1, = vehicle lunar launch weight
AV, = lunar launch ideal velocity change
Isp = propellant specific impulse
Equations (1) and (2) may be combined as follows:

Wy /o AWlsp 8 _
L/e ‘é/ p —WCS + WTD+ WPDa + WRP (3)

(See Paragraph 2.4 for complete symbol list)

oo n Mo e e
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The ascent reserve propellant is equal to a percentage of the
ascent consumed propellant or:

WRPa = Cl WPa

where: Wp ac: ascent consumed propellant

The ascent propellant dependent weights consist of the ascent
pressurization system and propellant tanks and may be written as:

WPDa = CZ(WPa + C1 WPa) = WPa (CZ + C; Cz)

Note that Cq is a function of propeliant tank pressure (see
Appendix 6C).

The ascent consumed propellant is determined by:
1
WPa = WL - WBO = WL [1 - eAg/ISpg]
Therefore, Equation (3) can be written as:

Wi/ eA‘ﬁ/Ispg - W W Wy (Ci+ Cy+ C C)I:I_H
Cs+ WD + Wy, \b1+ Lo+ L1 Gy AW/ 1sp e

or;:

1+C1+C2+C1C2

A‘Efl/lspg

WL “(C1+ Ca+ C1Cy)| =Weg+ Wy @

e
The procedure used to Solve Equation (4) was to:

Ea; Assume a AV,
b) Read the corresponding ascent thrust-to-weight ratio (T/W)
from Figure 6 -6.
c) Assume W
d} Calculate {i'e required ascent thrust
e) Read the required thrust dependent weights from the data pre-
sented in Appendix 6B
ig) Solve for W
) Iterate unththe value of Wy, assumed in Step (c) correspsonds
to the value calculated instep (f).

This procedure gives the lunar launch weight for the assumed Ay, when
solved in this manner.

6E-10



Descent .

The weight of the vehicle at lunar landing is:

C
WD = WL + WG + Wppy + Wrpy + Ws ~ 5 Wp,  (5)

where; Wi p = vehicle lunar landing' weight

landing gear weight

Wig
WPDd = descent propellant dependent weight

WRpP q- descent unused reserve propellant

Wg = weight of equipment staged on the moon
(life support, secondary power, etc.)

Wp, = ascent consumed propellant

The vehicle lunar landing weight may also be written as;

WLD = Wo/( e AV1/Tspe )( ¢4 Va/lspe ) (6)
where; Wy = LEM weight at initiation of gross decelera-
tion

AVy -ideal velocity change for hover, translation,
and let-down

AV4 = ideal velocity change for gross deceleration

The weight of the landing gear may be determined as a percentage of the
vehicle lunar landing weight as:

WLG = C3 W_LD

The descent reserve propellant is equal to a percentage of the
descent consumed propellant or:

where; de = descent consumed propellant

i
.

The descent propellant dependent weights consist of the descent
pressurization system and propellant tanks and may be wriften as:



The descent consumed propellant is determined by:

1
- - - W 1~ -
Wpd _.WO Wip = Wo I: { eAVh/'[Sp &\ eAVd/[Sp g J

Therefore, Equatlion (5) can be written as:
Wo

(e2Vh/Isp8 y eAVd/ISpg)

© ( eAVh/[Spg)(e AVd/ISpg)

i} Cy

+(Cy 4+ Cy + Cy 02{’ 7
or:
.1 +C14+Cg +C1 Ca-Cyq C1 .
-{C1+Coa+C1Co)| =Wy +Wa -5 W
°1 e AVh/Espg) e ﬁVd/Ispg) R L7782 Ypy

(8)
The procedure used to solve Equation (8) was to: ‘

(a) Set lunar launch weight (Wy,) to the value calculated from
ascent considerations .

(b) Calculate ascent propellant (Wp,) for the Wy, from Step (a) .

(c) Calculate € AVh/IspE since the ideal velocity change for
hover and translation is independent of the gross deceleration
trajectory .

{d) Assume a gross deceleration ideal velocity change ( AV4)
from Figure 6-5.

(e) Solve for W, .

This procedure gives the vehicle weight for the assumed AV,
with the following constraints:

(a) The descent propellant tanks and pressurization system are
staged on the lunar surface,

) The thrust dependent weights are not staged on the lunar sur-
face. It should be noted that the above equations assume that the thrust de-
pendent weights calculated for ascent are adequate for descent. This assump-
tion is seldom correct due to the different thrust levels required to accomp-
lish the descent and ascent trajectories, This difference in thrust dependent
weights requires an iteration between Equations (4) and (8) in order to deter -
mine the required thrust dependent weights.

(c) The reserve propellant philosophy is to provide the same per -
centage reserve (Cy) for both descent and ascent with the condition that one-
half the ascent reserve will be available from unused descent reserve.

- The difficulty in implementation of Equations (4) and (8) in deter -
mining the characteristics of a vehicle in regard to ascent and descent
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trajectories is a function of the type propulsion system utilized in the ve-
hicle. A two-stage vehicle is quite simple to analyze since the ascent and
descent trajectories can be treated completely independently. A one and one-
half stage vehicle is quite complex since the thrust dependent weights must
be matched for ascent and descent as noted in the above constraints, Solu-
tion of the equations becomes very complex if the propellant dependent
weights are a function of the thrust-to~weight ratio, as is the case for a
fixed area injector system. This complexity is due to the variation in re-
quired propellant tank pressure with throttle ratio {(which is a function of
descent thrust-to-weight ratio). A sample calculation for a one and one-
half stage vehicle is presented in the following paragraphs,

2.3 Calculations

Conditions

Ea{ Storable propellant (Ig, = 320 sec.)

b) One and one-half stage; i.e., descent propellant tanks and
pressurization system staged on the lunar surface

¢} Three thrust chambers

d) Maximum chamber pressure - 100 psia

e) Fixed area injector with minimum pressure drop = 6 psi

f) Nozzle expansion ratio = 40

g; 10% reserve propellant for ascent and descent; i.e., Cy:-0.10

h) Ascent payload weight = 5187 1bs. ‘

‘1{ Equipment staged on moon = 857 lbs. and C3 = 0,05

}) Hover, translation, and let-down ideal velocity change = 590 fps

Calculation of the characteristics of this type system is facil-
itated if a descent throttle ratio hence a descent initial thrust-to-weight
ratio) and a LEM weight at initiation of gross deceleration are assumed.

Ascent :

(a) Assume throttle ratio = 3.3:1 for each thrust chamber; there-

fogee%ystem throttle ratio = 9.9:1 and descent initial thrust-to-weight ratio

(b) The required propellant tank pressure is:

Tank pressure = chamBer pressure + gmjector pressure
drop) x {throttle ratio)e = 100 + 6 (3.3)2 = 165 psia
Therefore Co9 = 0.061.

Note: This value of Cy was calculated for cylindrical tanks
using the data presented in Appendix 6C.

(c) Assume W, = 29, 300 Ibs.

(d) Calculate descent initial thrust level:
Fp = 0.65 (29, 300) = 19, 045 1bs.

(e} Read thrust dependent weights from Figure 6B-9,
WTD = 739 lbs.
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(f) Equation (4) can then be written as:

I+ 0.1671
WL[ eAV ﬁspg - 0,1671} =5187 + 739 = 5926

(g} Assume AV, - 5805 fps where;
AV = 5780 for lunar boost

AV = 25 for plane change
(h) Calculate: e AVaﬂsp g _e 5805/(320)(32. 174) - 1.7573

(i) Equation (4) then becomes:
Wy, E—,,I—g% - 0. 1671:‘ - 5926

or:
WL = 11, 921 leo

Descent .

(a) With the lunar launch weight (W ) calculated above, Equation
- {8) can be written as;

0.95 + 0.1671

=0, 1{ = 11,921 + 857 -0.05 W
e AVhﬂSpg )( e AVd/[Spg ) 0. 167 Pa

{b) The ascent consumed propellant (WPa) is:

1
Wp, = Wy, [1 S ]: 11,921 (1 - 0.5691) = 5137 Ibs.

{c) Since a descent initial thrust-to-weight ratio of 0. 65 has been

assumed, the ideal velocity change for gross deceleration is:

Therefore ,

6E-14

AV, = 5875 fps

(d) For a hover and translation ideal velocity change of 590 fps;
. AVh/[Spg e590/(3 16)(32. 174)

= 1. 0597

Note: Tt was assumed that hover was accomplished with one
engine in a throttled condition; hence,

ISp - 320((_). 986) = 316 sec. (see Figure 6B-14)



(e) Equation (8) can then be written as:

1,1171
W, = 29,307 lbs.

The value of LEM weight at initiation of gross deceleration (W
calculated above checks the assumption of 29, 300 1bs. in the ascent caleiia-
tions; therefore, an iterafion of the procedure is not necessary.

The above procedure was repeated for various values of ascent
ideal velocity change to determine the minimum W, for a descent throttle
ratio of 3.3. The entire procedure was then repea(fed for other values of
throttle ratio until the curves representing this system, as shown on Figure
6-8, could be constructed.

2.4 List of Symbols

Ci - reserve propeliant weight as a percentage of consumed
propellant weight

Co - propellant dependent weight as a percentage of con-
sumed propellant weight

C3 - landing gear weight as a percentage of LEM lunar
landed weight

Fpn - propulsion system thrust level

g - gravitational constant - 32, 174 ft/sec2

Isp - propellant specific impulse

AVgy - ideal velocity chénge for ascent

AV - ideal velocity change for gross deceleration

AV ~ ideal velocity change for hover, translation, and
let -down

Wao - LEM weight at ascent burnout

Weg - crew station weight

Wi, - LEM lunar launch weight

WLD - LEM lunar landed weight

Wig - landing gear weight

Wo - LEM orbiting weight prior to retro

WPa - ascent consumed propellant |

WPd - descent consumed propellant
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Wpp - ascent propellant dependent weights

WPD: - descent propeliant dependent weights

WRPa - ascent unused reserve propellant

Wpp q - descent unused reserve propellant

WS - weight of equipment staged on moon (life support,

secondary power, etc).

- propulsion system thrust dependent weights

SE-16



3.0 SAMPLE CALCUATIONS ~ FINAL PROPULSION SYSTEM SELEC-~
TION

3.1 General

Alter the final propulsion system parametric studies were com-
pleted, vehicle design studies were initiated which utilized the three thrust
chamber storable system described in Table 6-IV. These design studies
indicated that the thrust chamber size created installation problems; there-~
fore, the decision was made to reduce the thrust chamber size by increasing
the chamber pressure to 150 psia and decreasing the nozzle expansion ratio
to 30:1. The following system was then established {or further study:

a) Three ablative thrust chambers
b) Storable propellants - NoOy, Aerozine-50
c¢) Pressure feed

d) Fixed injector

e) Chamber pressure = 150 psia

f) Nozzle expansion ratio = 30:1

This s;stem was evaluated using the method described in Appendix 6E, Para-
graph 2.0, The results of the evaluation, as shown in Figure 6-9, indicate
that the LEM gross weight would be within Saturn C-5 payload capability.
Concurrent design studies indicated that installation problems would not be
encountered; hence, this system was recommended for the LEM.

3.2 Final System Design Point

The final system design point was a thrust-to-weight ratio of 0.65
at initiation of descent with a requirement for visual line-of-sight. Examina-
tion of Figure 6-9 indicates that the LEM gross weight at this design point
would be approximately 29, 900 lbs. The required throttle ratio is 3.3:1.
Sample calculations for the final system are presented in the following para-
graphs,

3.3 Calculations

Conditions .

(a) Descent ideal velocity change ( AV):
Retro 2565 fps
Gross deceleration 5912 (See paragraph 4 for
Hover 320 complete synbol list,)

Translate and let-down 270
Total = 6757 fps

(b) Ascent ideal velocity change ( AV,):
Boost 2780 (ps
Plane change 25

Total = 5805 {ps

?:; Throttle ratio = 3.3:1
d) Crew station weight (Wog) = 4738 Ibs.
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e) Thrust chamber pressure = 150 psia
f) Nozzle expansion ratio = 30:1
g) Nozzle cant angle = 119
; Storable propellants:
Qxidizer - N204
Fuel - Aerozine 50
Ig = 315 sec. nominal
Due to the nozzle cant angle, a value of Igp of 312 sec. was
used for descent.

(i) One and one-half stage; i.e., descent propellant tanks and
pressurization system stored on the lunar surface

(i) 10% reserve propellant for ascent and descent; assuming that
5% of the ascent reserve will be available from unused descent
reserve.

(k) Ascent tanks and pressurization system will be capable of
handling entire descent reserve propellant in the event it is
unused.

) Fixed area injector with minimum pressure drop = 6 psia

m) Equipment weight staged on moon (Wg) = 857 lbs.

(n) Landing gear weight (Wy ) = 975 lbs.

Calculations
(a) Assume LEM orbiting weight = 29, 860 Ibs.

(b) The required thrust level (F,) is:
‘ F, - 0,65 (29, 860) = 19, 409
Therefore, thrust level is 6500 lbs. per chamber.

(c) The required propellant tank pressure is:
Tank pressure - chamber pressure ;4 (injector
pressure drop) x (throttle ratio)2 = 150 +(6)(3.3)2 =
215 psia
Therefore, the sum of the propellant tank and pressurization
system weights equal 7. 1% of the propellant weight,

Note: The value of 7. 1% was assumed to be a nominal value
for ascent and 0.4% was subtracted from descent cal-
culations since the descent tanks are not insulated.
Therefore, the following values were used:

Descent - 6.7
Ascent . - T.1Y

(d) The thrust dependent weights (Wpp) for F_ = 19,500 1lbs.
from Appendix 6B are:

Thrust chamber 360 1bs.
Lines, fittings, and valves 110
Gimbal and truss 25

Gimbal actuation 84
Total = B70 1bs.



(e) For the assumed LEM orbiting weight, the descent con-
sumed propellant (Wp ) is:

1 1 '
WPd = Wo 1 -le =29,900 |1 - ‘8—6757/(312)(32_ 174£| = 14, 630 lbs,

Therefore, the descent reserve propellant is:
0. 10 (14630) = 1463 lbs.

(f) The ascent propellant dependent weights (WPDa) are:
0.071 (1.05 x ascent consumed propellant + 1463)
(g) Assume the ascent consumed propellant (W?a) is 4842 lbs.
(h) The LEM ascent burnout weight (Wpp) is:
WBo = Wes + Wrp + Wpp, + Wpg,
(Reference Eqguation 1, Appendix 6E, Paragraph 2,0)

or:
Wpo = 4738+ 579 + 0.071 [ 1,05 (4842)+ 1463] + 484 = 6262 1bs.

{i) The lunar launch weight (W) is:
Wi s Wpox  o2Va/lgpf . 6262 [ . 5805/(315)(32. 174)]

Wy = 11,104 Ibs.
(i) Therefore, the ascent consumed propellant is:
Wp, = Wp,- Wpo = 11,104 - 6262 = 4842 Ibs.

Note that the calculated ascent consumed propellant agrees
with the assumption in Step (g).

(k) The descent propellant dependent weights are:
0.067 (1. 10 descent consumed propellant)

(1) Assume the descent consumed propellant weights 14,620 1bs.
(m) The lunar landed weight (W ) is:
WL_D:WL+ WLG+ WPDd-I" wRPd - 0.05 WPa+ WS
(Relerence Equation 5 , Appendix 6E, Paragraph 2.0)

where: WRPd = descent reserve propellant

WPa = ascent consumed propellant




Therefore:
WLD - 11104+ 975 + 0.067(16082)+ 0. 10(14620)

- 0.05 (4842) + 857

Wip = 15,238 lbs.

(n) Therefore, the LEM orbiting weight prior to retro (W,) is:

W, -Wipx V/lsp® 15238« .6757/(312)(32. 174)

W, = 29,858 lbs.

Note that this value agrees with the value assumed in Step

(a).
(0) The descent consumed propellant (Wpd) is:
Wp, = Wo - Wp = 29,858 - 15,238 = 14,620 Ibs.

Note that this value agrees with the values assumed in
Step (e) and Step (1); therefore, the calculations are valid.

3.4 List of Symbols

C1 - reserve propellant weight as a percentage of consumed
propellant weight

Co - propellant dependent weight as a percentage of consumed
propellant weight

Fn - propulsion system thrust level

g - gravitational constant = 32, 174 ft. /sec 2

Isp - propellant specific impulse

AV - descent ideal velocity change
AV, - ascent ideal velocity change
WBO ~ LEM weight at ascent burnout

Weg - crew station weight

W1, -~ LEM lunar launch weight
WiD - LEM lunar landed weight
Wi, - landing gear weight
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- LEM orbiting weight prior to retro .
- ascent consumed propellant

- descent consumed propellant

- agcent propellant dependent weights
- descent propellant dependent weights
- ascent unused reserve propellant

- descent unused reserve propellant

- weight of equipment staged on moon (life support,
secondary power, etc.)

- propulsion system thrust dependent weights




ABSTRACT

/3"—/'7‘7/

The results of propulsion system parametric studies
for an Apollo Lunar Excursion Module are presented.
Main propulsion and reaction control systems for use
on this vehicle in the 1965 to 1966 time period are sel-
ected and described. A description of the operation

of these two systems and a recommended development
program for each system are included.
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